
JZ-600-Y-CY flexible, number coded, 0,6/1kV, Cu screened
EMC-preferred type

AWG-No.Weight
ca. kg / km

Cop.
weight
kg / km

Outer ø
ca. mm

No.cores x
cross-sec.
mm²

Part No.AWG-No.Weight
ca. kg / km

Cop.
weight
kg / km

Outer ø
ca. mm

No.cores x
cross-sec.
mm²

Part No.

14590,01460,036,53 G 501161910731,0319,018,74 G 611599
101105,0421,020,75 G 611600 15780,02374,041,14 G 5011620

17210,02890,044,65 G 5011621101465,0561,023,07 G 611601
. .

2/05610,02730,044,13 G 70116228845,0265,018,42 x 1011602
81125,0371,019,63 G 1011603 2/07480,03257,048,04 G 7011623

2/09390,04100,052,55 G 701162481345,0576,021,94 G 1011604
81635,0620,024,15 G 1011605 .

3/08585,03236,046,63 G 951162582210,0842,026,87 G 1011606
. 3/010220,04050,051,24 G 9511626

3/013800,05264,058,45 G 951162761150,0407,022,02 x 1611607
61395,0540,023,53 G 1611608 .

4/011105,04540,051,53 G 1201162861870,0807,026,44 G 1611609
62720,01394,028,85 G 1611610 4/013750,05231,056,04 G 12011629

.63213,01605,031,97 G 1611611
. 300 kcmil15990,06794,063,84 G 15013137

.42465,0820,028,03 G 2511612
42750,01169,032,54 G 2511613 350 kcmil18470,08104,071,04 G 18513147
43490,01850,035,75 G 2511614
44980,02140,039,07 G 2511615

.
23230,01344,032,73 G 3511616
24100,01686,035,74 G 3511617
24950,02023,040,05 G 3511618

.

Dimensions and specifications may be changed without prior notice.
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