
MULTISPEED® 500-TPE UL/CSA high flexible,
safety against high bending in drag chain systems, low torsion, halogen-free

Weight
ca. kg / km

Cop.
weight
kg / km

Outer ø
ca. mm

AWG-no.No.cores x
cross-sec.
mm²

Part No.Weight
ca. kg / km

Cop.
weight
kg / km

Outer ø
ca. mm

AWG-no.No.cores x
cross-sec.
mm²

Part No.

179,096,08,9144 G 2,52448350,019,25,2182 x 124468
60,029,06,0183 G 124469 230,0120,09,9145 G 2,524484

294,0168,015,2147 G 2,52448574,038,06,4184 G 124470
86,048,07,0185 G 124471 510,0288,017,61412 G 2,524486

722,0432,021,51418 G 2,524487114,067,010,7187 G 124472
210,0115,012,11812 G 124473 950,0600,024,11425 G 2,524488
291,0173,014,91818 G 124474
380,0240,016,91825 G 124475

.
84,043,06,7163 G 1,524476

108,058,07,3164 G 1,524477
126,072,08,0165 G 1,524478
169,0101,012,5167 G 1,524479
299,0173,014,31612 G 1,524480
460,0259,017,51618 G 1,524481
640,0360,019,81625 G 1,524482

.

Dimensions and specifications may be changed without prior notice.
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