U N I PU R-CP flexible at low temperature, with customer markings, halogen-free,
wear resistant, robust, screened, EMC-preferred type

1936_ 2G1 71 46,0 65,0 17

1938_ 4G1 81 69,0 89,0 17

1940_ 6G1 9,7 105,0 141,0 17

1942_ 12G1 12,9 168,0 240,0 17

|

944 25G1 19,3 332,0 484,0 17

1946_ 41G1 233 517.0 738,0 17

1947_ 2G15 84 63,0 97,0 16

1949_ 4G15 9.8 98,0 152,0 16

1951_ 6G1,5 121 140,0 218,0 16

1953_ 12G1.,5 16,5 222,0 317.0 16

1955_ 25G15 24,2 500,0 674,0 16

1957_ 41615 293 732,0 1027,0 16

Dimensions and specifications may be changed without prior notice.

1958_ 2x25 10,0 46,0 129,0

N
N

1960_ 4G25 11,9 176,0 196,0

N
N

1962_ 7G25 16,0 235,0 317.0

N
N

1965_ 3G4 12,4 178,0 2610

N
N

1967_ 5G4 15,6 328,0 384,0

N
N

1970_ 3G6 14,3 240,0 394,0

N
o

1972_ 5G6 17,9 441,0 592,0

N
o

1975_ 4G10 20,2 485,0 729,0

oo

1978_ 4G16 23,0 809,0 1813,0

|
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