JZ'GOO PU R tear and coolant resistant, 0,6/1kV

28272 2x25 14 9,5 48,0 170,0

28274 4G25 14 111 96,0 203,0

28276 7G25 14 15,0 168,0 330,0

28278 18G2,5 14 22,0 432,0 795,0

28281 3G4 12 12,3 115,0 235,0

28283 5G4 12 15,3 192,0 410,0

28285 12G4 12 22,9 461,0 860,0

28286 3G6 10 141 173,0 370,0

28288 5G6 10 17,3 288,0 650,0

28291 4G10

oo

18,4 384,0 790,0

28293 7G10

oo

22,5 672,0 1300,0

28294 3G16

D

19,6 461,0 709,0

28296 5G16 6 24,2 768,0 1620,0

28299 4G25 4 26,9 960,0 1600,0

28301 7G25 4 32,6 1680,0 2900,0

Dimensions and specifications may be changed without prior notice.

|

28337 2x25 14 9,5 48,0 170,0

28339 4G25 14 111 96,0 203,0

28341 7G25 14 15,0 168,0 330,0

28343 18G25 14 22,0 432,0 795,0

28346 3G4 12 12,3 115,0 235,0

28348 5G4 12 15,3 192,0 410,0

28350 12G4 12 22,9 461,0 860,0

28351 3G6 10 14,1 173,0 370,0

28353 5G6 10 17.3 288,0 650,0

28356 4G10 8 18,4 384,0 790,0

28358 7G10

es}

22,5 672,0 1300,0

28359 3G16

(o2}

19,6 461,0 709,0

28361 5G16 6 24,2 768,0 1620,0

28364 4G25 4 26,9 960,0 1600,0

28366 7G25 4 32,6 1680,0 2900,0
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