
JZ-600 UL/CSA flexible, number coded, 0,6/1kV

PropertiesCable constructionTechnical data
● Extensively oil resistant

Chemical Resistance - see table Technical
Informations

●● Bare copper, fine wire conductors, as per
DIN VDE 0295 cl. 5, BS 6360 cl. 5 and
IEC 60228 cl. 5

Special PVC control cables Adapted to
DIN VDE 0276 part 627, DIN VDE 0281
part 13, with insulation thickness for 1 kV
type and UL-Std. 758 Style 21179 ● Special PVC core insulation TI2, to

DIN VDE 0281 part 1, class 43 UL-Std. 1581
● Resistant to ultra violet rays

● Temperature range
flexing -5°C to +80°C
fixed installation -40°C to +80°C

● PVC self-extinguishing and flame retardant
according to DIN VDE 0482 part 265-2-1/
EN 50265-2-1/ IEC 60332-1 (equivalent

● Black cores with white figure imprints to
DIN VDE 0293

● Green-yellow earth core in the outer layer
(3 cores and above)

● Nominal voltage U0/U 0,6/1 kV DIN VDE 0472 part 804 test method B) VW1,
FT1● Test voltage 4000 V

● Cores stranded in layers with optimal
lay-length

● The materials used in manufacture are
cadmium-free and contain no silicone and

● Breakdown voltage min. 8000 V
● Insulation resistance

min. 20 MOhm x km ● Separating foil Special PVC outer sheath
TM2, to DIN VDE 0281 part 1, class 43
UL-Std. 1581

free from substances harmful to the
wetting properties of lacquers● Power rating

as per DIN VDE 0298
Note● Colour black (RAL 9005) or grey (RAL 7001)● Minimum bending radius

flexing 7,5x cable Ø
fixed installation 4x cable Ø

● G = with green-yellow earth core;
x = without green-yellow earth core (OZ).

● AWG sizes are approximate equivalent
values. The actual cross-section is in mm².

● Radiation resistance
up to 80x106 cJ/kg (up to 80 Mrad)

Application
Wiring cable for measuring and controlling purposes in tool machinery, conveyor belts and production lines, for plant installations, air
conditioning and in steel production plants and rolling mills. Suitable for installation for flexible use for medium mechanical stresses with
free movement without tensile stress or forced movements in dry, moist and wet rooms as well as outside (fixed installation). Is not suitable
to be used as direct burrial- or as underwater cable. The cores have been numbered in such a way that the numbers are easily identifiable,
even if the cable has only been stripped back a few cm. The core numbers have been underlined to avoid confusion. The earth core is located
in the outer layer. The black, special PVC outer sheath is resistant to the ultra violet radiation. Mainly used in South-European, Eastern and
Arabian countries.

= The product is conformed with the EC Low-Voltage Directive 73/23/EEC and 93/68/EEC.

Weight
ca. kg / km

Cop.
weight
kg / km

Outer ø
ca. mm

AWG-no.No.cores x
cross-sec.
mm²

Part No.
Colour
grey

Weight
ca. kg / km

Cop.
weight
kg / km

Outer ø
ca. mm

AWG-no.No.cores x
cross-sec.
mm²

Part No.
Colour
black

56,09,66,4202 x 0,51188056,09,66,4202 x 0,511815
68,014,46,8203 G 0,511816 68,014,46,8203 G 0,511881

100,019,07,6204 G 0,511882100,019,07,6204 G 0,511817
117,024,08,2205 G 0,511818 117,024,08,2205 G 0,511883

138,033,69,8207 G 0,511884138,033,69,8207 G 0,511819
200,058,012,22012 G 0,511820 200,058,012,22012 G 0,511885

276,086,014,42018 G 0,511886276,086,014,42018 G 0,511821
335,0120,017,22025 G 0,511822 335,0120,017,22025 G 0,511887

..
66,014,46,8192 x 0,7511823 66,014,46,8192 x 0,7511888

74,021,67,2193 G 0,751188974,021,67,2193 G 0,7511824
126,029,08,0194 G 0,7511825 126,029,08,0194 G 0,7511890

140,036,08,8195 G 0,7511891140,036,08,8195 G 0,7511826
190,050,010,7197 G 0,7511827 190,050,010,7197 G 0,7511892

257,086,013,11912 G 0,7511893257,086,013,11912 G 0,7511828
362,0130,015,61918 G 0,7511829 362,0130,015,61918 G 0,7511894

486,0180,018,91925 G 0,7511895486,0180,018,91925 G 0,7511830
. .

80,019,27,4182 x 11189680,019,27,4182 x 111831
96,029,28,0183 G 111832 96,029,28,0183 G 111897

100,038,48,8184 G 111898100,038,48,8184 G 111833
130,048,09,8185 G 111834 130,048,09,8185 G 111899

170,067,011,7187 G 111900170,067,011,7187 G 111835
290,0115,014,51812 G 111836 290,0115,014,51812 G 111901

405,0173,017,31818 G 111902405,0173,017,31818 G 111837
570,0240,021,11825 G 111838 570,0240,021,11825 G 111903

..
95,029,08,4162 x 1,511839 95,029,08,4162 x 1,511904

112,043,09,1163 G 1,511905112,043,09,1163 G 1,511840
139,058,09,9164 G 1,511841 139,058,09,9164 G 1,511906

170,072,011,0165 G 1,511907170,072,011,0165 G 1,511842
225,0101,013,3167 G 1,511843 225,0101,013,3167 G 1,511908

Continuation ▶Dimensions and specifications may be changed without prior notice.
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