
MULTISPEED® 500-PUR UL/CSA safety against
high bending in drag chain systems, low torsion, halogen-free

Weight
ca. kg / km

Cop.
weight
kg / km

Outer ø
ca. mm

AWG-no.No.cores x
cross-sec.
mm²

Part No.Weight
ca. kg / km

Cop.
weight
kg / km

Outer ø
ca. mm

AWG-no.No.cores x
cross-sec.
mm²

Part No.

173,086,08,9144 G 2,524401.
59,029,06,0183 G 124387 220,0120,09,9145 G 2,524402

290,0168,015,2147 G 2,52440371,038,06,4184 G 124388
84,048,07,0185 G 124389 504,0288,017,61412 G 2,524404

719,0432,021,51418 G 2,524405111,067,010,7187 G 124390
200,0115,012,11812 G 124391 940,0600,024,11425 G 2,524406
286,0173,014,91818 G 124392
370,0240,016,91825 G 124393

.
81,043,06,7163 G 1,524394

102,058,07,3164 G 1,524395
121,072,08,0165 G 1,524396
164,0101,012,5167 G 1,524397
293,0173,014,31612 G 1,524398
450,0259,017,51618 G 1,524399
631,0360,019,81625 G 1,524400

.

Dimensions and specifications may be changed without prior notice.

A 95

To be able to provide information on the service life and in line 
with our certification to DIN EN ISO 9001:2000, we document the 
realistic testing of our cables suitable for use in drag chains.


