
MULTIFLEX 512®-C-PUR special cable for drag chains,
halogen-free, screened, EMC-preferred type
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ca. kg / km

Cop.
weight
kg / km

Outer ø
ca. mm
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14198,0104,011,92 x 2,52261417120,060,09,72 x 122593
17135,070,010,03 G 122594 14284,0129,012,63 G 2,522615

14378,0164,013,64 G 2,52261617173,086,010,84 G 122595
17187,099,011,75 G 122596 14423,0190,014,75 G 2,522617

14486,0274,017,47 G 2,52261817240,0124,013,47 G 122597
17360,0186,016,012 G 122598 14756,0426,020,912 G 2,522619

141127,0607,024,218 G 2,52262017498,0279,018,518 G 122599
17568,0322,019,420 G 122600 141210,0661,025,620 G 2,522621

141530,0796,029,125 G 2,52262217670,0377,021,725 G 122601
17774,0429,022,530 G 122602 .

12448,0222,016,54 G 42262317895,0516,024,336 G 122603
171032,0610,026,141 G 122884 12533,0328,018,15 G 422624

12678,0360,020,07 G 422625171160,0690,028,450 G 122885
171660,0852,032,265 G 122886 .

10636,0305,018,14 G 622626.
16145,079,010,22 x 1,522604 10772,0441,019,65 G 622627

101028,0505,023,27 G 62262816168,094,011,03 G 1,522605
16217,0113,011,64 G 1,522606 .

81052,0485,022,54 G 102262916235,0129,012,65 G 1,522607
16325,0170,014,57 G 1,522608 81096,0610,024,75 G 1022630

81530,0820,029,37 G 102263116481,0279,017,412 G 1,522609
16675,0393,019,918 G 1,522610 .

61386,0840,025,74 G 162263216927,0533,023,725 G 1,522611
161025,0607,024,530 G 1,522612 61759,01050,028,25 G 1622633

62087,01510,033,67 G 1622634161210,0702,026,436 G 1,522613
161441,0829,028,442 G 1,522887
161709,01025,031,250 G 1,522888
162025,01190,034,261 G 1,522889

.

Dimensions and specifications may be changed without prior notice.
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