
JZ 500-FC-PUR EMC-preferred type, tear and coolant resistant,
screened, without inner sheath

AWG-No.Weight
ca. kg / km

Cop.
weight
kg / km

Outer ø
ca. mm

No.cores x
cross-sec.
mm²

Part No.AWG-No.Weight
ca. kg / km

Cop.
weight
kg / km

Outer ø
ca. mm

No.cores x
cross-sec.
mm²

Part No.

14131,096,08,22 x 2,5234731766,046,06,12 x 123444
1782,056,06,33 G 123445 14168,0147,08,63 G 2,523474

14194,0175,09,64 G 2,5234751782,056,06,33 x 123446
17100,070,06,94 x 123448 14222,0203,010,65 G 2,523476

14345,0235,012,67 G 2,52347717100,070,06,94 G 123447
17128,089,07,55 x 123450 14570,0445,015,512 G 2,523478

.17128,089,07,55 G 123449
17157,0111,08,97 x 123452 12310,0242,011,04 G 423479

12386,0329,012,35 G 42348017157,0111,08,97 G 123451
17230,0143,010,710 G 123453 12498,0357,013,67 G 423481

.17262,0172,010,912 G 123454
17381,0248,013,018 G 123455 10414,0338,013,34 G 623482

10510,0442,014,95 G 62348317535,0343,015,925 G 123456
17740,0452,017,934 G 123457 10673,0505,016,37 G 623484

.17867,0520,019,342 G 123458
171027,0630,021,250 G 123459 8591,0440,017,84 G 1023485

8768,0604,019,65 G 1023486.
1687,063,06,62 x 1,523460 8976,0812,021,67 G 1023487

.16102,076,06,93 G 1,523461
16102,076,06,93 x 1,523462 61196,01020,020,84 G 1623488
16127,098,07,54 x 1,523464
16127,098,07,54 G 1,523463
16159,0116,08,45 x 1,523466
16159,0116,08,45 G 1,523465
16207,0152,010,07 x 1,523468
16207,0152,010,07 G 1,523467
16340,0222,012,112 G 1,523469
16480,0368,014,618 G 1,523470
16704,0505,017,925 G 1,523471
16817,0621,018,230 G 1,523472

.

Dimensions and specifications may be changed without prior notice.
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