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A 5JZ-500 , flexible, number coded ......................................................................................................................................................

A 7Single 600-J/-O , special single core 0,6/1kV ......................................................................................................................................

A 8Single 600-CY -J/-O , special single core cable, Cu-screened,  EMC-preferred type ..............................................................................................

A 9JZ-600, flexible, number coded, 0,6/1kV ......................................................................................................................................................

A 11JZ-600-Y-CY , flexible, number coded, 0,6/1kV, Cu screened EMC-preferred type .................................................................................................

A 13TOPFLEX® 600-PVC, 600-C-PVC , for power supply connections 0,6/1kV, EMC-preferred type (-C-PVC) .............................................................................

A 14JZ-600 UL/CSA , flexible, number coded, 0,6/1kV .........................................................................................................................................

A 16JZ-600-Y-CY UL/CSA , flexible, number coded, 0,6/1kV, EMC-preferred type .....................................................................................................

A 18JZ-750 , flexible, number coded, 750V .........................................................................................................................................................

A 20JZ-500 , flexible, number coded, blue cores .......................................................................................................................................

A 21JZ-500 , flexible, number coded, red cores .........................................................................................................................................

A 22JZ-500 orange , flexible, orange cores, control cable for interlocking purposes ...................................................................................................

A 23JB-500 , flexible, colour coded ........................................................................................................................................................

A 24JB-750 , flexible, colour coded, 750V ...........................................................................................................................................................

A 25JB-750 yellow , flexible, colour coded, 750V, connection cable for warning indication ........................................................................................................

A 26SY-JZ , flexible, number coded, with steel wire braiding ..........................................................................................................................

A 28SY-JB , flexible, colour coded, with steel wire braiding ...........................................................................................................................

A 32H05VV5-F (NYSLYÖ-JZ), flexible, number coded, oil resistant ..............................................................................................................

A 34(H)05VV5-F ((N)YSLYÖ-JZ) , flexible, number coded, oil resistant ...................................................................................................................

A 36H05VVC4V5-K (NYSLYCYÖ-JZ) , flexible, number coded, oil resistant, EMC-preferred type ........................................................................

A 38(H)05VVC4V5-K ((N)YSLYCYÖ-JZ) , number coded, screened, oil resistant, EMC-preferred type ...........................................................................

A 39JZ-602 , two approvals control cable, 90°C, 600V ..................................................................................................................................

A 41JZ-602-CY , EMC-preferred type, 90°C 600V, screened two approvals control cable ......................................................................................

A 43JZ-602-PUR DC/AC , 80°C, 600V, two approvalscontrol cable .........................................................................................................................

A 44JZ-602-PUR , 80°C, 600V, two approvals control cable ....................................................................................................................................

A 46JZ-602-C-PUR, screened two approvals control cable, 80°C, 600V, EMC-preferred type ..........................................................................................

A 48OB-602 PUR YELLOW , 80°C, 600V, two approvals control cable .....................................................................................................................

A 49Single 602-RC* -J/O , special single core cable for drag chains, 90°C, 600V .............................................................................................

A 50Single 602-RC* -CY -J/O , special single core cable for drag chains, 90°C, 600V, EMC-preferred type .............................................................

A 51JZ-602 RC* , cable for drag chains, 90°C, 600V, two approvals control cable ...............................................................................................

A 52JZ-602 RC*-CY , special cable for drag chains, 90°C, 600V, two approvals control cable, EMC-preferred type ......................................................

A 53JZ-602 RC*-PUR , special cable for drag chains, 80°C, 600V, two approvals control cable ..............................................................................

A 54JZ-602 RC*-C-PUR , special cable for drag chains, 80°C, 600V, two approvals control cable, EMC-preferred type ................................................

A 55JZ-603 , three approvals control cable ...............................................................................................................................................

A 56JZ-603-CY , three approvals control calbe, Cu-screened, EMC-preferred type .............................................................................................

A 57SUPERTRONIC-PVC , special cable for drag chains .......................................................................................................................................

A 58SUPERTRONIC-C-PVC , special cable for drag chains, EMC-preferred type ........................................................................................................

A 59SUPERTRONIC-310-PVC , special cable for drag chains .....................................................................................................................

A 60SUPERTRONIC-310-C-PVC , special cable for drag chains, EMC-preferred type .......................................................................................

A 61JZ-HF , flexible, number coded, control cable for drag chains ..................................................................................................................

A 63JZ-HF-CY , high flexible, screened control cable for drag chains, EMC-preferred type ....................................................................................

A 65SUPERTRONIC-PURö , special cable for drag chains ....................................................................................................................................

A 66SUPERTRONIC-C-PURö , special cable for drag chains, halogen-free, EMC-preferred type ....................................................................................

A 67SUPERTRONIC-330 PURö , cable for drag chains, halogen-free ..........................................................................................................

A 68SUPERTRONIC-330 C-PURö , cable for drag chains, halogen-free, EMC-preferred type ............................................................................

A 69SUPER-PAAR-TRONIC-C-PUR , cable for drag chains, halogen-free, EMC-preferred type ....................................................................................

A 70SUPER-PAAR-TRONIC 340-C-PUR , cable for drag chains, halogen-free, EMC-preferred type ...................................................................

A 71PURö-JZ-HF , high flexible, cable for drag chains, abrasion and coolant resistant ..................................................................................................

A 73PURö-JZ-HF-YCP , EMC-preferred type, cable for drag chains, screened,  PUR-out sheath .....................................................................................

A 75MULTIFLEX 512®-PUR , special cable for drag chains, halogen-free .................................................................................................................

A 77MULTIFLEX 512®-C-PUR , special cable for drag chains, halogen-free, screened, EMC-preferred type ......................................................................
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