BIOF LEX'500®'J Z-C Bio-fuel resistant, abrasion resistant, recyclable

environment friendly, bio-oil resistant ", Cu-screened, EMC-preferred type

Part No. No.cores X Outer o Cop. Weight AWG-No. Part No.  No.cores x Outer o Cop.
cross-sec. ca. mm weight ca. kg 7/ km cross-sec. ca. mm weight
mm2 kg / km mm2 kg / km

25747 3G6 15,2 241,0 453,0 10 25755 4G25 30,6 1312,0

25748 4G6 17,0 306,0 560,0 10

25749 5G6 18,6 440,0 700,0 10 25756 4G 35 36,9 1612,0

25750 3G10 19,5 370,0 750,0 8 25757 4G50 41,3 2218,0

25751 4G10 215 484,0 1023,0 8

25752 5G10 23,9 612,0 1114,0 8 25758 4G70 48,8 3092,0

25753 4G16 24,6 1040,0 1385,0 6 25759 4G 95 61,8 4063,0

25754 5G16 273 1393,0 1550,0 6

25760 4 G120 65,7 5154,0

Dimensions and specifications may be changed without prior notice.

Bunding, binding and fixing

Plastic spirals
Cable binders
Fixing mounting blocks
Velcro fastener binders

You can find bunding, binding and fixing in our cataloge cable accessories.
Request it now at www.helukabel.de
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Weight
ca. kg / km

1894,0
2395,0
3312,0
4605,0
6055,0

7318,0

AWG-No.

2/0
3/0

4/0

A 132




