
MULTIFLEX 512®-PUR special cable for drag chains, halogen-free
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Part No.

14115,048,09,22 x 2,5225451755,019,26,92 x 122523
1770,029,07,43 G 122524 14162,072,09,73 G 2,522546

14196,096,010,54 G 2,5225471786,038,08,04 G 122525
17102,048,08,75 G 122526 14230,0120,011,65 G 2,522548

14312,0168,013,87 G 2,52254917143,067,010,27 G 122527
17225,0115,012,612 G 122528 14532,0288,016,912 G 2,522550

14762,0432,020,018 G 2,52255117334,0173,014,818 G 122529
17370,0192,015,820 G 122530 14858,0480,021,220 G 2,522552

14998,0600,024,325 G 2,52255317460,0240,017,825 G 122531
17530,0288,018,530 G 122532 .

12283,0154,013,14 G 42255417625,0346,020,136 G 122533
17779,0410,021,241 G 122878 12349,0192,014,25 G 422555

12498,0269,017,17 G 42255617953,0498,024,050 G 122879
171205,0650,027,265 G 122880 .

10432,0230,014,34 G 622557.
1670,029,07,62 x 1,522534 10529,0288,015,85 G 622558

10782,0403,019,27 G 6225591690,043,08,13 G 1,522535
16106,058,08,74 G 1,522536 .

8685,0384,018,44 G 102256016145,072,09,75 G 1,522537
16205,0101,011,37 G 1,522538 8817,0480,020,75 G 1022561

81023,0672,024,77 G 102256216320,0173,013,812 G 1,522539
16465,0259,016,318 G 1,522540 .

61042,0614,021,34 G 162256316510,0288,017,320 G 1,522541
16650,0360,019,725 G 1,522542 61292,0768,023,85 G 1622564

61709,01075,028,67 G 162256516750,0432,020,330 G 1,522543
16880,0518,022,236 G 1,522544
161209,0628,024,042 G 1,522881
161449,0749,026,250 G 1,522882
161712,0912,028,961 G 1,522883

.

Dimensions and specifications may be changed without prior notice.
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To be able to provide information on the service life and in line 
with our certification to DIN EN ISO 9001:2000, we document the 

realistic testing of our cables suitable for use in drag chains.


