
KOMPOFLEX ® JZ-500 halogen-free,  microbes resistant, low adhesion

PropertiesCable constructionTechnical data
● Resistant to

UV-radiation, Oxygene, Ozone, Microbes,
Hydrofluoric acid, Hydrochloric acid and
diluted sulfuric acid

●● Tinned copper, fine wire conductors,
bunch stranded to DIN VDE 0295 cl. 5,
BS 6360 cl. 5 and IEC 60228 cl. 5

Microbes resistant, halogen-free special
control cable in adapted to DIN VDE 0281
part 13 and E DIN VDE 0245

● Temperature range
flexing -30°C to + 90°C
fixed installation -40°C to +100°C

● Special thermoplastic polymer-core
insulation ● The materials used in manufacture are

cadmium-free and contain no silicone and
free from substances harmful to the
wetting properties of lacquers

● Black cores with continuous white
numbering according to DIN VDE 0293● Nominal voltage U0/U 300/500 V

● Green-yellow earth core in the outer layer
(3 cores and above)

● Test voltage 3000 V
● Low adhesion● Insulation resistance

min. 20 MOhm x km ● Cores stranded in layers with optimal
lay-length Note● Minimum bending radius

flexing 7,5x cable Ø
fixed installation 4x cable Ø

● Outher sheath, special thermoplastic
polymer

● G = with green-yellow earth core;
x = without green-yellow earth core (OZ).

● Colour black (RAL 9005)● Radiation resistance
up to 100x106 cJ/kg (up to 100 Mrad)

● AWG sizes are approximate equivalent
values. The actual cross-section is in mm².

Application
HELUKABEL® KOMPOFLEX JZ-500 control cable is significant due to its resistance against microbes. This cable is specially installed in rubbish,
sewage-treatment plants, composting works, animal stalls and greenhouses. Suitable for installation for flexible use for medium mechanical,
stresses with free movement without tensile stress or forced movements in dry, moist and wet rooms as well as outside.

= The product is conformed with the EC Low-Voltage Directive 73/23/EEC and 93/68/EEC.

AWG-No.Weight
ca. kg / km

Cop.
weight
kg / km

Outer ø
ca. mm

No.cores x
cross-sec.
mm²

Part No.AWG-No.Weight
ca. kg / km

Cop.
weight
kg / km

Outer ø
ca. mm

No.cores x
cross-sec.
mm²

Part No.

16112,072,08,25 G 1,5261702041,09,64,82 x 0,526125
2050,014,45,13 G 0,526126 16159,0101,09,87 G 1,526171

16280,0173,012,112 G 1,5261722061,019,05,74 G 0,526127
2072,024,06,25 G 0,526128 16420,0259,014,518 G 1,526173

16480,0288,015,220 G 1,5261742086,033,67,47 G 0,526129
20130,058,09,112 G 0,526130 16604,0360,017,825 G 1,526175

16812,0490,019,834 G 1,52617620198,086,010,718 G 0,526131
20211,096,011,220 G 0,526132 161002,0605,021,442 G 1,526177

161240,0720,023,750 G 1,52617820260,0120,013,025 G 0,526133
20361,0163,014,534 G 0,526135 161421,0878,025,361 G 1,526179

.20405,0202,015,842 G 0,526136
20541,0240,017,350 G 0,526137 1499,048,07,62 x 2,526180

14136,072,08,33 G 2,52618120670,0293,019,461 G 0,526138
. 14170,096,09,14 G 2,526182

14204,0120,010,25 G 2,5261831842,014,45,22 x 0,7526139
1849,021,65,53 G 0,7526140 14281,0168,012,17 G 2,526184

14487,0288,015,212 G 2,5261851860,029,06,24 G 0,7526141
1871,036,06,85 G 0,7526142 14704,0432,018,118 G 2,526186

14909,0600,022,225 G 2,5261871888,050,08,17 G 0,7526143
18161,086,09,912 G 0,7526144 .

12224,0115,09,93 G 42618918250,0130,011,918 G 0,7526145
18266,0144,012,620 G 0,7526146 12289,0154,011,04 G 426190

12357,0192,012,15 G 42619118273,0180,014,525 G 0,7526147
18501,0245,016,434 G 0,7526149 12451,0269,013,37 G 426192

12782,0461,018,312 G 42619318591,0302,017,642 G 0,7526150
18712,0360,019,850 G 0,7526151 .

10345,0173,011,73 G 62619518820,0439,020,961 G 0,7526152
. 10417,0230,013,04 G 626196

10521,0288,014,55 G 6261971748,019,05,52 x 126153
1756,029,06,03 G 126154 10622,0403,016,07 G 626198

.1770,038,06,64 G 126155
1781,048,07,25 G 126156 8537,0288,015,03 G 1026199

8699,0384,016,84 G 102620017109,067,08,67 G 126157
17191,0115,010,712 G 126158 8851,0480,018,75 G 1026201

81102,0672,020,67 G 102620217274,0173,012,718 G 126159
17314,0192,013,520 G 126160 .

61028,0614,019,74 G 162620417492,0288,016,030 G 126162
17640,0326,017,434 G 126163 61772,01075,024,47 G 1626206

.17804,0403,018,942 G 126164
17932,0480,021,050 G 126165 41577,0960,025,24 G 2526208

.171102,0586,022,261 G 126166
. 22097,01344,029,04 G 3526212

.1660,029,06,32 x 1,526167
1679,043,06,73 G 1,526168 12914,01920,033,44 G 5026215

13919,02400,037,25 G 50262161698,058,07,34 G 1,526169

Dimensions and specifications may be changed without prior notice.
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