
MULTISPEED® 500-TPE high flexible, safety against high bending
in drag chain systems, low torsion, halogen-free
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14179,096,08,84 G 2,5242241750,019,25,22 x 124209
1760,029,05,43 G 124210 14230,0120,09,85 G 2,524225

14294,0168,011,87 G 2,5242261774,038,05,94 G 124211
1786,048,06,75 G 124212 14510,0288,017,512 G 2,524227

14722,0432,021,418 G 2,52422817114,067,08,17 G 124213
17210,0115,011,812 G 124214 14950,0600,024,025 G 2,524229

.17291,0173,014,618 G 124215
17380,0240,016,525 G 124216 12197,0154,010,34 G 424230

.2510,0394,022,041 G 124043
. 10320,0231,011,94 G 624231

10394,0289,013,45 G 6242321684,043,06,43 G 1,524217
16108,058,07,04 G 1,524218 .

8520,0387,014,74 G 102423316126,072,07,85 G 1,524219
16169,0101,09,67 G 1,524220 .

6784,0517,020,04 G 162423416299,0173,014,112 G 1,524221
16460,0259,017,118 G 1,524222 .

21711,01344,024,94 G 352423516640,0360,019,325 G 1,524223
.

Dimensions and specifications may be changed without prior notice.
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