
JZ-HF-CY high flexible, screened control cable for drag chains,
EMC-preferred type

AWG-No.Weight
ca. kg / km

Cop.
weight
kg / km

Outer ø
ca. mm

No.cores x
cross-sec.
mm²

Part No.AWG-No.Weight
ca. kg / km

Cop.
weight
kg / km

Outer ø
ca. mm

No.cores x
cross-sec.
mm²

Part No.

12292,0178,012,73 G 41515516243,0112,09,54 G 1,515978
16288,0132,010,25 G 1,515979 12372,0222,013,94 G 415156

12448,0328,015,35 G 41515716403,0218,012,27 G 1,515980
16592,0309,014,512 G 1,515981 .

10526,0305,015,74 G 61515816844,0481,016,918 G 1,515982
161155,0584,020,625 G 1,515983 10632,0441,017,15 G 615159

.161227,0867,025,841 G 1,515152
161445,0970,028,050 G 1,515153 8838,0485,020,84 G 1015160

8998,0610,022,85 G 1015161161724,01028,030,661 G 1,515154
. .

61225,0840,022,94 G 161516214215,0140,010,53 G 2,515925
14264,0169,011,24 G 2,515926 61560,01050,025,75 G 1615163
14344,0194,012,75 G 2,515927
14410,0234,014,87 G 2,515928
14721,0364,018,012 G 2,515929

.

Dimensions and specifications may be changed without prior notice.
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