
UNIPUR-CP flexible at low temperature, with customer markings, halogen-free,
wear resistant, robust, screened, EMC-preferred type

AWG-No.Weight
ca. kg / km

Cop.
weight
kg / km

Outer ø
ca. mm

No.cores x
cross-sec.
mm²

Part No.AWG-No.Weight
ca. kg / km

Cop.
weight
kg / km

Outer ø
ca. mm

No.cores x
cross-sec.
mm²

Part No.

14129,046,010,02 x 2,51958_1765,046,07,12 G 11936_
1776,056,07,43 G 11937_ 14158,0146,010,73 G 2,51959_

14196,0176,011,94 G 2,51960_1789,069,08,14 G 11938_
17108,089,08,85 G 11939_ 14241,0200,013,25 G 2,51961_

14317,0235,016,07 G 2,51962_17141,0105,09,76 G 11940_
17187,0111,010,77 G 11941_ 14496,0441,019,812 G 2,51963_

.17240,0168,012,912 G 11942_
17335,0245,015,718 G 11943_ 12158,0135,011,82 x 41964_

12261,0178,012,43 G 41965_17484,0332,019,325 G 11944_
17627,0440,021,634 G 11945_ 12316,0240,013,84 G 41966_

12384,0328,015,65 G 41967_17738,0517,023,341 G 11946_
. 12592,0355,018,97 G 41968_

.1697,063,08,42 G 1,51947_
16119,076,08,83 G 1,51948_ 10259,0175,013,42 x 61969_

10394,0240,014,33 G 61970_16152,098,09,84 G 1,51949_
16168,0116,010,95 G 1,51950_ 10483,0335,016,04 G 61971_

10592,0441,017,95 G 61972_16218,0140,012,16 G 1,51951_
16243,0152,013,27 G 1,51952_ 10714,0505,021,67 G 61973_

.16317,0222,016,512 G 1,51953_
16481,0368,019,618 G 1,51954_ 8576,0370,018,13 G 101974_

8729,0485,020,24 G 101975_16674,0500,024,225 G 1,51955_
16881,0621,027,034 G 1,51956_ 8914,0714,022,55 G 101976_

.161027,0732,029,341 G 1,51957_
. 6960,0550,020,63 G 161977_

61813,0809,023,04 G 161978_
61827,01050,025,65 G 161979_

Dimensions and specifications may be changed without prior notice.
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