
MULTISPEED® 500-C-TPE UL/CSA safety
against high bending in drag chain systems, low torsion, halogen-free,
EMC-preferred type

Weight
ca. kg / km

Cop.
weight
kg / km

Outer ø
ca. mm

AWG-no.No.cores x
cross-sec.
mm²

Part No.Weight
ca. kg / km

Cop.
weight
kg / km

Outer ø
ca. mm

AWG-no.No.cores x
cross-sec.
mm²

Part No.

160,075,08,6163 G 1,523939115,050,07,4182 x 123931
131,059,07,7183 G 123932 194,090,09,4164 G 1,523940

220,0108,010,4165 G 1,523941160,070,08,3184 G 123933
195,084,09,1185 G 123934 294,0157,015,2167 G 1,523942

490,0240,016,61612 G 1,523943247,0106,013,3187 G 123935
411,0174,014,61812 G 123936 704,0355,020,31618 G 1,523944

930,0448,022,61625 G 1,523945547,0240,017,31818 G 123937
754,0332,019,41825 G 123938 .

260,0134,011,3144 G 2,523946.
330,0175,012,3145 G 2,523947
406,0229,014,8147 G 2,523948
990,0390,021,51412 G 2,523949

Dimensions and specifications may be changed without prior notice.
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