JZ'GOO'YC'PU R tear and coolant resistant, 0,6/1kV, Cu-screened,

EMC-preferred type

28394 2x1,5 16 10,7 68,0 166,0

28396 4G1,5 16 12,3 104,0 246,0

28398 7G1,5 16 16,0 180,0 392,0

28400 18G1,5 16 23,4 390,0 817,0

28403 3G25 14 12,3 124,0 3010

28405 5G25 14 14,9 202,0 433,0

28407 12G25 14 21,9 423,0 864,0

28409 25G25 14 31,9 740,0 1997,0

28410 2x4 12 14,3 156,0 310,0

28412 4G4 12 16,7 236,0 531,0

28414 7G4 12 20,0 394,0 932,0

28415 3G6 10 17,0 251,0 633,0

28417 5G6 10 20,7 421,0 1117,0

28418 3G10 8 19,6 371.0 1131,0

28420 5G10 8 241 620,0 1646,0

28421 3G16 6 23,5 540,0 1397,0

28423 5G16 6 28,8 1394,0 27210

Dimensions and specifications may be changed without prior notice.

= by

28454 2x1,5 16 10,7 68,0 166,0

28456 4G1,5 16 12,3 104,0 246,0

28458 7G15 16 16.0 180,0 392,0

28460 18G 1,5 16 23,4 390,0 817.0

28463 3G25 14 12,3 124,0 3010

28465 5G25 14 14,9 202,0 433,0

28467 12G25 14 21,9 423,0 864,0

28469 25G25 14 31,9 740,0 1997.,0

28470 2x4 12 14,3 156,0 310,0

28472 4G4 12 16,7 236,0 5310

28474 7G4 12 20,0 394,0 932,0

28475 3G6 10 17.0 251,0 633,0

28477 5G6 10 20,7 421,0 1117.0

28478 3G10 8 19,6 371.0 1131,0

28480 5G10 8 241 620,0 1646,0

28481 3G16 6 23,5 540,0 1397,0

28483 5G16 6 28,8 1394,0 27210
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