
UNIPUR® flexible at low temperature, with customer markings, halogen-free,
wear resistant, robust
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Part No.AWG-No.Weight
ca. kg / km
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kg / km
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mm²

Part No.

14120,048,010,02 x 2,51855_1759,019,26,82 x 11833_
1770,029,07,23 G 11834_ 14148,072,010,53 G 2,51856_

14184,096,011,84 G 2,51857_1787,038,07,84 G 11835_
17100,048,08,85 G 11836_ 14224,0120,013,05 G 2,51858_

14301,0168,014,77 G 2,51859_17131,058,09,66 G 11837_
17182,067,010,57 G 11838_ 14489,0288,018,012 G 2,51860_

.17230,0115,013,012 G 11839_
17325,0173,015,118 G 11840_ 12149,077,011,62 x 41861_

12240,0115,012,33 G 41862_17476,0240,018,725 G 11841_
17616,0326,021,634 G 11842_ 12297,0154,013,74 G 41863_

12360,0192,015,25 G 41864_17724,0394,023,241 G 11843_
. 12540,0268,020,87 G 41865_

.1692,029,08,32 x 1,51844_
16108,043,08,83 G 1,51845_ 10240,0115,013,22 x 61866_

10370,0173,014,23 G 61867_16144,058,09,94 G 1,51846_
16168,072,010,85 G 1,51847_ 10472,0230,015,84 G 61868_

10581,0288,017,55 G 61869_16201,086,011,96 G 1,51848_
16230,0101,012,97 G 1,51849_ 10698,0403,022,07 G 61870_

.16306,0173,014,712 G 1,51850_
16464,0259,017,918 G 1,51851_ 8560,0288,018,63 G 101871_

8718,0384,020,54 G 101872_16641,0360,020,825 G 1,51852_
16857,0490,024,934 G 1,51853_ 8896,0480,022,75 G 101873_

.161010,0590,026,741 G 1,51854_
. 6940,0461,023,53 G 161874_

61068,0614,025,74 G 161875_
61810,0768,028,55 G 161876_

Dimensions and specifications may be changed without prior notice.
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