JZ'GOO UL/ CSA flexible, number coded, 0,6/1kV

11844 12G1,5 16 16,6 1730 370,0
11846 25G1,5 16 23,9 360,0 730,0
11847 2x25 14 9.4 48,0 160,0
11849 4G25 14 111 96,0 203,0
11851 7G25 14 15,0 168,0 330,0
11853 18G2,5 14 22,0 432,0 795,0

11856 3G4 12 12,3 115,0 230,0

11858 5G4 12 15,3 192,0 410,0

11860 12G4 12 22,9 461,0 860,0

11861 3G6 10 141 173,0 370,0

11863 5G6 10 17,3 288,0 650,0

11866 4G10

oo

18,4 384,0 790,0

11868 7G10

oo

22,5 672,0 1300,0

11869 3G16

D

19,6 288,0 660,0

11871 5G16 6 24,2 768,0 1600,0

11874 4G25 4 26,9 960,0 1600,0

11876 7G25 4 32,6 1680,0 2900,0

Dimensions and specifications may be changed without prior notice.
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11909 12G1,5 16 16,6 173,0 370,0

11911 25G15 16 23,9 360,0 730,0

11912 2x25 14 9,4 48,0 160,0

11914 4G25 14 111 96,0 203,0

11916 7G25 14 15,0 168,0 330,0

11918 18G25 14 22,0 432,0 795,0

11921 3G4 12 12,3 115,0 230,0

11923 5G4 12 15,3 192,0 410,0

11925 12G4 12 22,9 461,0 860,0

11926 3G6 10 14,1 173,0 370,0

11928 5G6 10 17.3 288,0 650,0

11931 4G10 8 18,4 384,0 790,0

11933 7G10

es}

22,5 672,0 1300,0

11934 3G16

(o2}

19,6 288,0 660,0

11936 5G16 6 24,2 768,0 1600,0

11939 4G25 4 26,9 960,0 1600,0

11941 7G25 4 32,6 1680,0 2900,0

A15




