
TOPFLEX®-EMV-UV-3 PLUS 2YSLCYK-J for power supply
connections to frequency converters, double screened,  0,6/1kV

AWG-No.Weight
ca. kg / km

Cop.
weight
kg / km

Power ratings **)
with 3 loaded cores
in Ampère

Coupling resistanceOuter ø
ca. mm

No.cores x
cross-sec.
mm²

Part No.
with 30 MHz
Ohm/km

with 1 MHz
Ohm/km

16140,08618,010,2(3 x 1,5 + 3 x 0,25)22673
14220,014426,0210,018,011,4(3 x 2,5 + 3 x 0,5)22674
12323,022434,0210,011,013,0(3 x 4,0 + 3 x 0,75)22675
10420,029844,0150,06,015,0(3 x 6,0 + 3 x 1,0)22676

8615,049161,0180,07,018,4(3 x 10,0 + 3 x 1,5)22677
6819,072382,0190,09,021,6(3 x 16,0 + 3 x 2,5)22678
41325,01138108,095,04,025,3(3 x 25,0 + 3 x 4,0)22679
21718,01535135,085,03,027,8(3 x 35,0 + 3 x 6,0)22680
12399,02208168,040,02,032,6(3 x 50,0 + 3 x 10,0)22681

2/03056,02871207,045,02,039,0(3 x 70,0 + 3 x 10,0)22682
3/04162,03953250,050,01,044,3(3 x 95,0 + 3 x 16,0)22683
4/05075,04836292,046,8(3 x 120,0 + 3 x 16,0)22684

300 kcmil6128,05412335,053,5(3 x 150,0 + 3 x 25,0)22685
350 kcmil7189,06969382,059,5(3 x 185,0 + 3 x 35,0)22686
500 kcmil9540,0854065,2(3 x 240,0 + 3 x 42,5)22687

Dimensions and specifications may be changed without prior notice.

**) The current carrying capacity for permanent operation at ambient temperature of 30°C. For deviating ambient temperatures the conversion factors should be used and for further
see the indication in DIN VDE 0298 part 4.
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