To PGE BE R 51 o according to Siemens Standard 6FX 8008-,

INDRAMAT Standard INK, high flexible drag chain feedback cable, PUR '@ — I*I .

700661 (2x2x0,18) Siemens 6FX 8008-1BD71  DIN 47100 Green 50 24

77744  (3x2x0,14+2x1,0) Heidenhain - white, brown, DIN 47100 Green 82 71

77747  (3x2x014+4x014 +4x0,25+ Siemens 6FX 8008-1BD51  green, vellow, black, brown, orange, red, Green 10,2 92 145,0
2x0,5) white-yellow, white-black, blue, grey,
brown-grey, brown-yellow, green-black,
green-red, brown-red, brown-blue

700540 (3x2x014+4x014+4x0,25+ Siemens 6FX 8008-1BD51  green, vellow, black, brown, orange, red, Green 9,6 92 145,0 26
2x0,5) white-yellow, white-black, blue, grey,

brown-grey, brown-yellow, green-black,

green-red, brown-red, brown-blue

79513  (4x2x014+4x0,5) Heidenhain - yellow, violet, brown, green, black, red, grey, Green 85
pink, white, blue, white-green, brown-green

77754  (10x0,14 +4x0,5 Heidenhain - white, brown, green, yellow, DIN 47100 Green 84 61

78963 (5x2x0,14+2x0,5) Baumdller - white, brown, DIN 47100 Green 9,0 72

700663 (8x2x0,18) Siemens 6FX 8008-1BD11  DIN 47100 Green 78 54

78828 (3x2x0,25) - - DIN 47100 Green 72 55

77748 (4x2x0,25+2x0,5) Indramat  INK-0448 brown, green, grey, pink, blue, violet, red,  Green 85 64 95,0
black, white, brown

77751 (4x2x0,38+4x0,5) Siemens 6FX 8008-1BD21  orange, red, violet, blue, brown, black, yellow, Green 9,6 77 120,0 21
green, white-red, white-yellow, white-black,
white-blue

77741 (9x0,5) Indramat  INK-0208 DIN 47100 Green 838 81 128,0 20

Dimensions and specifications may be changed without prior notice.
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