To PSE RV® 220 according to Siemens Standard 6FX 5008-,

PVC, flexible servo cable to permanent laying, 0,6/1kV, EMC-preferred type

Acc. to SIEMENS Standard, orange sheath acc. to Desina®

700466  (4x1,5+(2x1,0) 11,7 138,0 245,0

78824 (4x25+(2x0,5) 13,10 177.0 329,0

700468  (4x4,0+(2x1,0) 14,4 258,0 462,0

700470  (4x10,0 +(2x1,0) 18,0 574,0 853,0

700471 (4x16,0+(2x1,0) 21,8 8150 1194,0

700472 (4x25,0+(2x1,0) 26,7 12730 1499,0

700473 (4x35,0+(2x1,0) 30,8 18400 1992,0

700474 (4x50,0 +(2x1,0) 34,7 25300 2880,0

Dimensions and specifications may be changed without prior notice.
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grey sheath

(4x15+2x(2x0,5) 12,4 158,0 250,0

(4x15+2x(2x0,75) 12,6 180,0 265,0

(4x4,0+(2x0,75 + (2 x1,0) 15,9 310,0 473,0

73675 (4x6,0+(2x0,75 + (2 x1,0) 18,0 435,0 604,0

73589 (4x10,0+(2x0,75 + (2 x1,0) 18,7 615,0 910,0

73676 (4x16,0+2x(2x1,0) 21,8 9040 12350

73658 (4x350+2x(2x1,5) 30,8 1911,0 21850
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