
TOPGEBER 504 / 511 
according to Siemens Standard 6FX 5008- low capacitance (ca. 70nF/km),
flexible feedback cable, low capacitance (ca. 40nF/km), PVC

TOPGEBER 504
AWG-No.Weight

ca. kg /
km

Cop.
weight
kg / km

Outer ø
ca. mm

No.cores x
cross-sec.
mm²

Part No.
TOPGEBER 504

AWG-No.Weight
ca. kg /
km

Cop.
weight
kg / km

Outer ø
ca. mm

No.cores x
cross-sec.
mm²

Part No.

24112,066,08,5(6 x 2 x 0,22)7006012451,024,05,3(5 x 0,22)74450
2462,035,06,6(3 x 2 x 0,22)74405 24121,083,08,9(8 x 2 x 0,22)700602

24143,096,010,5(10 x 2 x 0,22)7006032477,038,07,1(4 x 2 x 0,22)74406
2485,038,07,8(4 x 2 x 0,22)700241 24197,0115,011,0(12 x 2 x 0,22)700604

24285,0172,013,3(18 x 2 x 0,22)7006052495,047,07,5(5 x 2 x 0,22)74407
24345,0255,014,9(25 x 2 x 0,22)700606

TOPGEBER 511
AWG-No.Weight

ca. kg / km
Cop.
weight
kg / km

Outer ø
ca. mm

SIEMENS
Part No.

No.cores x
cross-sec.
mm²

Part No.

2489,0438,4(4 x 2 x 0,25)700639
26250,06909,5(3 x 2 x 0,14 + 4 x 0,14 + 4 x 0,23 + 2 x 0,5)700643
2680,0357,2(3 x 2 x 0,14 + 2 x 0,5)700640
26190,0638,9(3 x 2 x 0,14 + 4 x 0,14 + 2 x 0,5)700642
2490,0657,5(12 x 0,22)700644
21150,0769,0(4 x 2 x 0,38 + 4 x 0,5)700641

Dimensions and specifications may be changed without prior notice.
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