
Sensorflex-H sensor actuator cables, halogen-free,
high flexible drag chain cable, PUR, EVA +125°C

Sensorflex-H (Li9Y11Y) high flexible drag chain cable, PUR

AWG-No.
Cable structurePart No.

Weight
ca. kg/km

Cop.
weight
kg/km

Outer ø
ca. mm

High
flex**

Fine
wire

Core coloursJacket
material

No.cores x
cross-sec.
mm²

Jacket colour

2422,074,5Xbrown, blue, blackPUR3 x 0,25Grey RAL 700175801
2426,094,7Xbrown, blue, black, whitePUR4 x 0,25Grey RAL 700177468
2449,0196,0XDIN 47100PUR8 x 0,25Grey RAL 700176705
2243,0134,9Xbrown, blue, black, whitePUR4 x 0,34Grey RAL 700177427
1854,0216,2XJZ, black with numbering + greenyellowPUR3 x 0,75Grey RAL 700178275
1854,0216,2XJZ, black with numbering + greenyellowPUR3 x 0,75Grey RAL 700177428
1866,0286,2XJZ, black with numbering + greenyellowPUR4 x 0,75Grey RAL 700177429

Sensorflex-H (Li4G4G) unqualified for drag chain cable, sheath EVA

AWG-No.
Cable structurePart No.

Weight
ca. kg/km

Cop.
weight
kg/km

Outer ø
ca. mm

High
flex**

Fine
wire

Core coloursJacket
material

No.cores x
cross-sec.
mm²

Jacket colour

1865,028,87,0Xbrown, blue, black, green-yellowEVA4 x 0,75Red-brown RAL
8016

78359

1760,029,07,0Xbrown, blue, green-yellowEVA3 x 1,0Red-brown RAL
8016

73575

Dimensions and specifications may be changed without prior notice.
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