
VERTEILERFLEX two-approvals sensor actuator and
distributor cables PVC, PUR, PVC/PUR

Verteilerflex 2-APPROVALS

AWG-No.
Cable structurePart No.

Weight
ca. kg/km

Cop.
weight
kg/km

Outer ø
ca. mm

High
flex**

Fine
wire

Core coloursJacket
material

No.cores x
cross-sec.
mm²

Jacket colour

2282,0358,7Xbrown, blue, green-yellow, white, green,
yellow, grey

PVC/PUR4 x 0,34 + 3 x 0,75Grey RAL 700176352

22106,0429,1Xbrown, blue, green-yellow, white, green,
yellow, grey, pink, red

PVC/PUR6 x 0,34 + 3 x 0,75Grey RAL 700176353

22110,0489,1Xbrown, blue, green-yellow, white, green,
yellow, grey, pink, red, black, violet

PVC/PUR8 x 0,34 + 3 x 0,75Grey RAL 700176354

22143,06510,0Xwhite, red-blue, green, wh-green, yellow,
brown-green, gy-pink, brown, blue,
green-yellow

PUR8 x 0,34 + 3 x 0,75Grey RAL 700175614

22138,06110,3Xbrown, blue, gnye, gnwh, white, rdbu, green,
whgn, yellow, bngn, grey, whye, pink, yebn,
red

PVC/PUR12 x 0,34 + 3 x 0,75Grey RAL 700176355

22170,07410,5Xbn, bu, gnye, gnwh, wh, rdbu, gn, whgn, ye,
bngn, gy, whye, pk, yebn, rd, whgy, bk, gybn,
vt

PVC/PUR16 x 0,34 + 3 x 0,75Grey RAL 700176356

Dimensions and specifications may be changed without prior notice.
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