
TOPSERV® 220 according to Siemens Standard 6FX 5008-,
PVC, flexible servo cable to permanent laying, 0,6/1kV, EMC-preferred type

Acc. to SIEMENS Standard, orange sheath acc. to Desina®

AWG-No.Weight
ca. kg /
km

Cop.
weight
kg / km

Outer ø
ca. mm

No.cores x
cross-sec.
mm²

Part No.
grey sheath

AWG-No.Weight
ca. kg /
km

Cop.
weight
kg / km

Outer ø
ca. mm

No.cores x
cross-sec.
mm²

Part No.

16245,0138,011,7(4 x 1,5 + (2 x 1,0))700466 16250,0158,012,4(4 x 1,5 + 2 x (2 x 0,5))77135
16265,0180,012,4(4 x 1,5 + 2 x (2 x 0,75))7417816255,0148,012,5(4 x 1,5 + (3 x 0,75))700287

14329,0177,013,10(4 x 2,5 + (2 x 0,5))78824 16265,0180,012,6(4 x 1,5 + 2 x (2 x 0,75))73673
14334,0227,013,9(4 x 2,5 + 2 x (2 x 0,75))7409814339,0187,013,8(4 x 2,5 + (2 x 1,0))700467

12462,0258,014,4(4 x 4,0 + (2 x 1,0))700468 12473,0310,015,9(4 x 4,0 + (2 x 0,75) + (2 x 1,0))73674
12475,0312,016,0(4 x 4,0 + 2 x (2 x 1,0))7810310596,0349,015,6(4 x 6,0 + (2 x 1,0))700469

8853,0574,018,0(4 x 10,0 + (2 x 1,0))700470 10604,0435,018,0(4 x 6,0 + (2 x 0,75) + (2 x 1,0))73675
10606,0437,018,1(4 x 6,0 + 2 x (2 x 1,0))781048863,0584,018,0(4 x 10,0 + (2 x 1,5))700475

61194,0815,021,8(4 x 16,0 + (2 x 1,0))700471 8910,0615,018,7(4 x 10,0 + (2 x 0,75) + (2 x 1,0))73589
8915,0619,018,8(4 x 10,0 + 2 x (2 x 1,0))7810561204,0825,021,8(4 x 16,0 + (2 x 1,5))700476

41499,01273,026,7(4 x 25,0 + (2 x 1,0))700472 61235,0904,021,8(4 x 16,0 + 2 x (2 x 1,0))73676
41594,01323,026,7(4 x 25,0 + 2 x (2 x 1,5))7359041509,01283,026,7(4 x 25,0 + (2 x 1,5))700477

21992,01840,030,8(4 x 35,0 + (2 x 1,0))700473 22185,01911,030,8(4 x 35,0 + 2 x (2 x 1,5))73658
12974,02574,034,7(4 x 50,0 + 2 x (2 x 1,5))7409922002,01850,030,8(4 x 35,0 + (2 x 1,5))700478

12880,02530,034,7(4 x 50,0 + (2 x 1,0))700474
12890,02540,034,7(4 x 50,0 + (2 x 1,5))700479

Dimensions and specifications may be changed without prior notice.
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