
PAAR-TRONIC flexible, unscreened, colour coded to DIN 47100

AWG-No.Weight
ca. kg / km

Cop.
weight
kg / km

Outer ø
ca. mm

No.pairs x
cross-sec.
mm²

Part No.AWG-No.Weight
ca. kg / km

Cop.
weight
kg / km

Outer ø
ca. mm

No.pairs x
cross-sec.
mm²

Part No.

24410,0160,016,332 x 2 x 0,25190572432,05,04,01 x 2 x 0,2519034
2437,010,05,42 x 2 x 0,2519035 24425,0170,016,934 x 2 x 0,2519058

24440,0180,017,136 x 2 x 0,25190592447,015,05,83 x 2 x 0,2519036
2458,020,06,44 x 2 x 0,2519037 24480,0190,017,238 x 2 x 0,2519060

24530,0200,017,240 x 2 x 0,25190612470,025,07,25 x 2 x 0,2519038
2480,030,08,06 x 2 x 0,2519039 24580,0220,017,444 x 2 x 0,2519062

24600,0225,017,545 x 2 x 0,25190632489,035,08,07 x 2 x 0,2519040
2499,040,08,78 x 2 x 0,2519041 24650,0250,018,050 x 2 x 0,2519064

24670,0260,018,152 x 2 x 0,251906524114,050,09,710 x 2 x 0,2519042
24126,055,010,211 x 2 x 0,2519043 24790,0275,018,355 x 2 x 0,2519066

.24137,060,010,612 x 2 x 0,2519044
24161,070,011,214 x 2 x 0,2519045 2436,06,54,61 x 2 x 0,3419067

2442,013,15,52 x 2 x 0,341906824174,075,011,815 x 2 x 0,2519046
24187,080,012,216 x 2 x 0,2519047 2450,019,66,73 x 2 x 0,3419069

2461,026,17,44 x 2 x 0,341907024212,090,012,518 x 2 x 0,2519048
24234,0100,013,320 x 2 x 0,2519049 .

2442,09,65,61 x 2 x 0,51907124250,0110,013,722 x 2 x 0,2519050
24280,0120,014,424 x 2 x 0,2519051 2451,019,27,12 x 2 x 0,519072

2462,028,87,83 x 2 x 0,51907324300,0125,015,325 x 2 x 0,2519052
24320,0130,015,326 x 2 x 0,2519053 2473,038,48,54 x 2 x 0,519074

.24330,0135,015,427 x 2 x 0,2519054
24345,0140,015,528 x 2 x 0,2519055 2447,014,46,71 x 2 x 0,7519075

2459,028,87,52 x 2 x 0,751907624370,0150,016,030 x 2 x 0,2519056
2474,043,28,43 x 2 x 0,7519077
2493,057,68,74 x 2 x 0,7519078

Dimensions and specifications may be changed without prior notice.
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