
Y-CY-JZ flexible, CU-screened, transparent, EMC-preferred type

AWG-No.Weight
ca. kg / km

Cop.
weight
kg / km

Outer ø
ca. mm

No.cores x
cross-sec.
mm²

Part No.AWG-No.Weight
ca. kg / km

Cop.
weight
kg / km

Outer ø
ca. mm

No.cores x
cross-sec.
mm²

Part No.

14180,096,010,02 x 2,516293.
1797,046,07,92 x 116248 14216,0148,010,73 G 2,516294

14267,0174,011,44 G 2,51629517103,056,08,23 G 116249
17146,069,08,94 G 116250 14347,0200,012,55 G 2,516296

14407,0235,015,07 G 2,51629717169,085,09,55 G 116251
17199,0112,010,26 G 116252 14660,0335,017,910 G 2,516298

14722,0400,018,012 G 2,51631817219,0122,011,07 G 116253
17270,0130,011,68 G 116254 .

12302,0135,011,62 x 41629917330,0138,013,010 G 116255
17350,0186,013,112 G 116256 12340,0178,012,33 G 416300

12410,0220,013,44 G 41630117400,0198,013,914 G 116257
17422,0203,014,516 G 116258 12502,0328,014,85 G 416302

12638,0355,016,27 G 41630317514,0240,015,418 G 116259
17545,0286,016,020 G 116260 .

10350,0175,013,52 x 61630417640,0320,017,424 G 116261
17689,0342,018,325 G 116262 10450,0240,014,23 G 616305

10559,0305,015,64 G 61630617710,0370,018,428 G 116263
17762,0395,018,830 G 116264 10702,0441,017,05 G 616307

10907,0505,018,77 G 61630817910,0440,020,334 G 116265
171070,0510,021,840 G 116266 .

8500,0265,016,82 x 1016309171092,0519,022,141 G 116455
171315,0626,024,050 G 116267 8750,0370,017,83 G 1016310

81020,0485,019,74 G 1016311171370,0710,026,261 G 116268
171610,0940,029,380 G 116269 81115,0610,021,65 G 1016312

81500,0820,024,07 G 1016313171840,01180,033,0100 G 116270
. .

61380,01240,022,64 G 161646016130,063,08,42 x 1,516271
16152,076,09,03 G 1,516272 61553,01390,025,25 G 1616314

.16168,096,09,64 G 1,516273
16202,0111,010,55 G 1,516274 41890,01310,028,94 G 2516461

42270,01840,031,85 G 251646216304,0147,012,17 G 1,516275
16336,0172,013,08 G 1,516276 .

22390,01610,032,24 G 351646316420,0193,014,510 G 1,516277
16434,0254,014,912 G 1,516278 22885,02015,036,45 G 3516464

.16480,0272,015,514 G 1,516279
16525,0285,016,416 G 1,516280 13315,02220,038,24 G 5016465

14150,02880,043,05 G 501615716640,0352,017,118 G 1,516281
16690,0367,018,020 G 1,516282 .

2/04600,03090,046,84 G 701646616720,0414,018,721 G 1,516317
16770,0448,019,824 G 1,516283 2/05750,04032,051,85 G 7016158

.16805,0492,020,725 G 1,516284
16900,0525,021,128 G 1,516285 3/06060,04060,051,04 G 9516467

3/07580,05244,056,05 G 951615916950,0555,021,130 G 1,516286
161100,0645,022,735 G 1,516287 .

4/07315,05299,056,04 G 12016468161350,0730,024,440 G 1,516288
161381,0744,024,841 G 1,516456 4/09150,06624,063,05 G 12016160

.161675,0977,026,850 G 1,516289
161800,01120,029,661 G 1,516290 300 kcmil9680,06774,063,54 G 15016167

300 kcmil10170,08496,069,55 G 15016168162300,01360,033,280 G 1,516291
162600,01690,036,4100 G 1,516292

.

Dimensions and specifications may be changed without prior notice.
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