
F-CY-JZ flexible, Cu-screened, grey, EMC-preferred type

AWG-No.Weight
ca. kg / km

Cop.
weight
kg / km

Outer ø
ca. mm

No.cores x
cross-sec.
mm²

Part No.AWG-No.Weight
ca. kg / km

Cop.
weight
kg / km

Outer ø
ca. mm

No.cores x
cross-sec.
mm²

Part No.

1688,063,07,02 x 1,516393.
1859,038,06,12 x 0,7516344 16100,076,07,43 G 1,516394

16126,098,08,14 G 1,5163951866,050,06,43 G 0,7516345
1877,057,06,94 G 0,7516346 16160,0116,08,95 G 1,516396

16208,0152,010,57 G 1,5163971893,070,07,45 G 0,7516347
18113,087,08,06 G 0,7516348 16244,0172,011,28 G 1,516398

16315,0193,012,610 G 1,51639918130,096,08,67 G 0,7516349
18145,0110,09,48 G 0,7516350 16338,0222,012,812 G 1,516400

16383,0272,013,614 G 1,51640118180,0140,010,210 G 0,7516351
18202,0151,010,412 G 0,7516353 16424,0285,014,316 G 1,516402

16479,0368,015,218 G 1,51640318225,0167,011,114 G 0,7516354
18275,0183,011,616 G 0,7516355 16508,0390,015,819 G 1,516449

16545,0407,015,920 G 1,51640418292,0207,012,418 G 0,7516356
18308,0221,012,619 G 0,7516447 16560,0424,017,021 G 1,516405

16690,0448,017,924 G 1,51640618320,0238,012,920 G 0,7516357
18378,0246,013,821 G 0,7516358 16705,0500,018,525 G 1,516407

16774,0513,018,527 G 1,51645018435,0270,014,524 G 0,7516359
18415,0278,015,125 G 0,7516360 16810,0525,019,028 G 1,516408

16830,0555,019,030 G 1,51640918435,0287,015,027 G 0,7516361
18450,0315,015,630 G 0,7516362 16890,0645,020,835 G 1,516410

16945,0693,021,237 G 1,51645118484,0330,016,132 G 0,7516363
18502,0350,016,934 G 0,7516166 161060,0725,022,540 G 1,516411

161071,0734,022,541 G 1,51649318535,0370,016,936 G 0,7516364
18592,0386,017,737 G 0,7516448 161290,0885,024,550 G 1,516412

161705,01120,027,061 G 1,51641318610,0395,018,340 G 0,7516365
18622,0411,018,341 G 0,7516491 162010,01360,030,080 G 1,516414

162505,01690,033,3100 G 1,51641518777,0480,020,050 G 0,7516366
18900,0555,021,961 G 0,7516367 .

14130,096,08,32 x 2,516416181210,0715,024,380 G 0,7516368
181445,0910,026,8100 G 0,7516369 14167,0146,09,03 G 2,516417

14195,0174,09,84 G 2,516418.
1765,046,06,42 x 116370 14223,0200,010,95 G 2,516419

14344,0235,012,97 G 2,5164201780,056,06,73 G 116371
1798,069,07,34 G 116372 14460,0335,015,810 G 2,516421

14570,0441,015,912 G 2,51643817127,089,07,85 G 116373
17144,0105,08,56 G 116374 14681,0570,018,918 G 2,516452

.17158,0111,09,17 G 116375
17197,0130,09,98 G 116376 12185,0135,09,82 x 416422

12240,0178,010,63 G 41642317232,0140,010,810 G 116377
17260,0168,011,212 G 116378 12310,0240,011,54 G 416424

12385,0328,012,75 G 41642517302,0198,011,814 G 116379
17346,0218,012,316 G 116380 12500,0355,014,07 G 416426

.17380,0245,013,218 G 116381
17412,0260,013,519 G 116352 10268,0175,011,52 x 616427

10330,0240,012,43 G 61642817440,0267,013,820 G 116382
17493,0320,015,524 G 116383 10415,0335,013,84 G 616429

10509,0441,015,75 G 61643017534,0332,016,225 G 116384
17562,0360,016,227 G 116439 10672,0505,016,67 G 616431

.17595,0370,016,728 G 116385
17616,0375,016,730 G 116386 8425,0265,014,92 x 1016432

8500,0370,015,93 G 101643317741,0440,018,034 G 116387
17790,0485,018,837 G 116446 8783,0485,017,84 G 1016434

8856,0714,019,65 G 101643517835,0510,019,440 G 116388
17843,0521,019,441 G 116492 81305,0820,021,67 G 1016436

.171025,0625,021,450 G 116389
171205,0710,023,461 G 116390 6880,0809,020,84 G 1616440

61295,01050,022,95 G 1616437171445,0940,026,080 G 116391
171613,01180,028,8100 G 116392 .

41570,01165,026,24 G 2516441.
41965,01440,029,45 G 2516442

.
22070,01576,030,44 G 3516443
22690,01930,033,85 G 3516444

.
13015,02155,034,64 G 5016445

Dimensions and specifications may be changed without prior notice.
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Process control for a large cabling 
machine at our Windsbach factory.


