Y-CY-JZ flexible, CU-screened, transparent, EMC-preferred type

3G1 8,2 56,0 103,0

5G1 9,5 85,0 169,0

7G1 11,0 122,0 219,0

10G1 13,0 138,0 330,0

14G1 13,9 198,0 400,0

18G1 15,4 240,0 514,0

24G1 17.4 320,0 640,0

28G1 18,4 370,0 710,0

34G1 20,3 440,0 910,0

41G1 221 519,0 1092,0

61G1 26,2 710,0 1370,0

100G 1 33,0 1180,0 1840,0

2x1,5 84 63,0 130,0

4G1,5 9,6 96,0 168,0

7G15 121 147,0 304,0

10G1,5 14,5 193,0 420,0

14G1,5 15,5 272,0 480,0

18G1,5 171 352,0 640,0

21G15 18,7 414,0 720,0

25G15 20,7 492,0 805,0

30G15 211 555,0 950,0

40G1,5 24,4 730,0 1350,0

50G15 26,8 977,0 1675,0

80G1,5 33,2 1360,0 2300,0

N
N

2x25 10,0 96,0 180,0

4G25 1,4 174,0 267,0

N
N

7G25 15,0 235,0 407,0

N
N

12G25 18,0 400,0 722,0

N
N

2x4 11,6 135,0 302,0

N
N

N
N

13,4 220,0 410,0

16,2 355,0 638,0

N
N

13,5 175,0 350,0

N
o

15,6 305,0 559,0

N
o

18,7 505,0 907.0

N
o

o

16,8 265,0 500,0

19,7 485,0 1020,0

o

24,0 820,0 1500,0

o

22,6 1240,0 1380,0

||

N

31,8 1840,0 2270,0

322 1610,0 2390,0

N

43,0 2880,0 4150,0

N

46,8 3090,0 4600,0

5G95 56,0 5244,0 7580,0

4G120 56,0 5299,0 7315,0

5G 150 69,5 8496,0 10170,0 300 kemil




