LlY PVC-Single Cores, fine wire stranded, tinned

'RoHS

Technical data

e PVC single cores to DIN VDE 0812

LiY (tinned)
o Temperature range
flexing -5°C to +70°C

fixed installation -30°C to +80°C
e Operating peak voltage

LiY (tinned)

0,174 mm2 500 V

0,25-1,50 mm2 900 V
e Test voltage

LiY (tinned)

0,74 mm2 1200 V

0,25-1,50 mm2 2500 V

o Insulation resistance

min. 10 MOhm x km

e Minimum bending radius

12,5x cable @

o Radiation resistance

up to 80x10¢ cJ/kg (up to 80 Mrad)

Application

PVC insulated flexible hook-up wires are used for the connection for low voltage applications, communication apparatus, electronic assemblies
and equipment, racks, switchboards etc. correspondingly of VDE 0800 part 1 for the temperature range up to +70°C.

e Tinned copper fine wire stranded to
DIN VDE 0295 cl. 5, BS 6360 cl. 5, HD 383
and IEC 60228 cl. 5

e PVC core insulation, compound YI3 to
DIN VDE 0812

e Core colours see below

e PVC self-extinguishing and flame retardant
according to DIN VDE 0482 part 265-2-1/
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Cable construction Properties

EN 50265-2-1/ IEC 60332-1 (equivalent
DIN VDE 0472 part 804 test method B)
e The materials used in manufacture are

cadmium-free and contain no silicone and

free from substances harmful to the
wetting properties of lacquers

Note

e For two-coloured combinations ring

marking.

Those stranded hook-up wires are not permitted to install for heavy current application outside of the equipment.
C&= The product is conformed with the EC Low-Voltage Directive 73/23/EEC and 93/68/EEC.

Cross- Outero Cop.
section max. mm weight
mm?2 kg / km
ca. RAL

Packing

Part No.

0,14 1.2 1.4
Part No.

0,25 1.4 2.4
Part No.

0,5 1.95 4.8
Part No.

0,75 215 7.2
Part No.

1 2.25 9.6
Part No.

1,5 2.75 14.4
Packing

Part No.

014 1.2 1.4
Part No.

0,25 1.4 2.4
Part No.

0,5 1.95 4.8
Part No.

0,75 2.15 7.2
Part No.

1 225 9.6
Part No.

1.5 2.75 14.4

Dimensions and specifications may be changed without prior notice.
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Coil in cardboard (100m)
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Spool (with various capacity)
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