Compensating Cables

Part Thermo- Type Core Jacket/ Outer Form Tempe- Tempe- Min. Weight
No. pair Lo insulation Armouring/ [} rature rature bending ca.

materials g '% Jacket ca. mm range of range at radius  kg/km

to T = insulation  installation X

DIN 43713 (= °C °C cable @
Multi-paired: 9 pairs (18 x 1,5 mm?) (L = stranded wires, conductor make-up 48 x 0,20 mm)
48121 Fe-CuNi(Ko) L AE 9-18 L PVC PVC 16,5  round , 75 480
48122 SONICr-SoNi K AN9-18L PVC PVC 165 round —10°C S e 75 480
48123 SOPtRh-SOPt S AP 9-18 L PVC PVC 16,5 round tO flexing: 75 480
48359 Cu-CUNi(Ko) U AC9-18L PVC PVC 165 round *80°C —5°C t0 +70°C 75 480
48490 Fe-CuNi J AF9-18 L PVC PVC 16,5  round 75 480
48158 Fe-CuNi(Ko) L AE 9-18 LSY PVC 205  round i stationary: 75 758
48159 SONICrSONi K ANO-18 LSY PVC PVC/galv. 5 round _10C 225°C t0 +70°C 75 758
48160 SOPtRh-SoPt S AP 9-18 LSY PVC stElRlaEeng Fee——rr e 2 flexing: 75 758
— : PVC +80°C e T

u-CuNi(Ko) U AC 9-18 LSY PVC 205  round 75 758
Multi-paired: 10 pairs (20 x 1,5 mm?) (L = stranded wires, conductor make-up 48 x 0,20 mm; M = solid conductor, diameter 1,38 mm)
48124 Fe-CuNi (Ko) L AE 9-20 L PVC PVC 16,7 round stationary: 75 520
48125 SONiCr-SoNi K AN9-20 L PVC PVC 167  round -10°C e e 7,5 520
48126 SOPtRh-SoPt S AP 9-20 L PVC PVC 16,7 __round to e 75 520
48361 Cu-CuNiko) U  AC9-20L PVC PVC 167  round +80°C 5°C t0 470°C 75 520
48491  Fe-CuNi J AF 9-20 L PVC PVC 16,7  round 7,5 520
48362 Fe-CuNi(Ko) L AE 9-20 LS PVC 17,7 round i stationary: 7,5 613
48363 SONICrSONi K AN9-20 LS PVC spt\g %vailr\:é 17,7 round ;;O ¢ ~25°C t0 +70°C 75 613
48364 SOPtRh-SOPt S AP 9-20 LS PVC braiding 177___round gec flexing: 7,5 613
48365 Cu-CuNi(Ko) U AC 9-20 LS PVC 17,7 round -5°C to +70°C 75 613
48161 Fe-CuNi(Ko) L AE 9-20 LSY PVC 209  round ) stationary: 75 752
48162 SONICrSoNi K AN 920 LSY PVC o o galv. oraiding 20:9___round oc 25°C t0 +70°C 75 752
48165 SOPtRN-SOPt S5 AP 9-20LSY PVC e o9 209 round  g0ec flexing: 75 752
48366 Cu-CuNi(Ko) U AC 9-20 LSY PVC 209  round -5°C to +70°C 75 752
48367 Fe-CuNi(Ko) L AE 9-20 MSY PVC 20,3 round ., stationary: 12 744
48368 SONICrSONi K AN 9-20 MSY PVC Et\é Ce{ %Vai'r"é braiding/ 203__found E;O c ~25°C t0 +70°C 12 744
48369 SOPtRh-SoPt S AP 9-20 MSY PVC PVC 20,3 round  goec flexing: 12 744
48370 Cu-CuNi(Ko) U AC 9-20 MSY PVC 203  round -5°C to +70°C 12 744
48371 Fe-CuNi(Ko) L AE 20-20 M PVC PETP-tape/ 203  round ) S EreT 12 542
48572 SONICr-SoNi K AN20-20 M PVC g;r'ggog%’r‘évgf 203 round ;go ¢ 295°C t0 +70°C 12 542
48373 SOPtRh-SoPt S AP 20-20 M PVC Alu-tape/ 203 round  goec flexing: 12 542
48374  Cu-CuNi(Ko) U AC 20-20 M PVC PVC 20,3 round -5°C to +70°C 12 542
Multi-paired: 12 pairs (24 x 1,5 mm?) (L = stranded wires, conductor make-up 48 x 0,20 mm; M = solid conductor, diameter 1,38 mm)
48127 Fe-CuNi(Ko) L AE 9-24 L PVC PVC 190  round . 75 614
48128 SoNiCr-SoNi K AN 9-24 L PVC PVC 190  round _4oec stationary: 7.5 614
48129 SOPtRN-SOPt S AP 924 L PVC PVC 190 __round to ]:Izeiirfgt,o +0°C 75 614
48375 Cu-CuNi(Ko) U AC 9-24 L PVC PVC 190  round +80°C ZooC £ 470°C 75 614
48492 Fe-CuNi J AF 9-24 L PVC PVC 190  round 7,5 614
48376 Fe-CuNi(Ko) L AE 9-24 S PVC 202  round i stationary: 75 738
48377 SONICr-SONi K AN9-24 1S PVC PVC/qalv. 202 round E;O ¢ 225°C t0 470°C 75 738
48378 _SOPIRN-SOPt_ S APO9-241S PVC ;triieém’ge 202___round ,goec flexing: 75 738
48379  Cu-CuNi(Ko) U AC 9-24 1S PVC 20,2 round -5°C to +70°C 7.5 738
48164 Fe-CuNi(Ko) L AE 9-24 LSY PVC 242  round ) stationary: 75 938
48165 SONICrSONi K AN 9-24 LSY PVC Etve %{ %vailrvé braidingy 242__tound E;O c —25°C t0 +70°C 75 938
48166  SOPtRh-SoPt S AP 9-24 LSY PVC PVC 24,2 round goec flexing: 75 938
48380 Cu-CuNi(Ko) U AC 9-24 LSY PVC 242  round -5°C 10 +70°C 75 938
48381 Fe-CuNi(Ko) L AE 9-24 MSY PVC ol 231 round ) St Ere 12 907
48382 SONiCrSoNi K AN 9-24 MSY PVC SPtYa ef %Vair"é braiding 231___round {30 c 295°C t0 +70°C 12 907
48383 SOPtRh-SoPt S AP 9-24 MSY PVC B 21 round goec flexing: 12 907
48384 Cu-CuNi(Ko) U AC 9-24 MSY PVC 23,1 round -5°C to +70°C 12 907
48385 Fe-CuNi(Ko) L AE 20-24 M PVC PETP-tape/ 225  round ] stationary: 12 638
48386 SONICr-SoNi K AN20-24 M PVC g;r’ggogr;?r‘ggj 22,5 round ;;O c -25°C t0 +70°C 12 638
48387 SoPtRh-SoPt S AP 20-24 M PVC Alu-tape/ 225 round gnec flexing: 12 638
48388 Cu-CuNi (Ko) U AC 20-24 M PVC PVC 225  round —5°C 10 +70°C 12 638
Multi-paired: 16 pairs (32 x 1,5 mm?) (L = stranded wires, conductor make-up 48 x 0,20 mm; M = solid conductor, diameter 1,38 mm)
48389 Fe-CuNi(Ko) L AE 9-32 L PVC PVC 209  round , 75 793
48390 SONICrSoNi K AN9-32 L PVC PVC 209  round -10°C ftza;l‘é”tirfmcc 75 793
48391 SOPtRh-SoPt S AP 9-32 L PVC PVC 209 round to e 75 793
48392  Cu-CuNi(Ko) U AC 9-32 L PVC PVC 209 round +80°C _5°C to 470°C 75 793
48493 Fe-CuNi J AF 9-32 L PVC PVC 209  round 75 793
48393 Fe-CuNi(Ko) L AE 9-32 S PVC | 221 round ] stationary: 75 923
48394 SoNICrSONi K AN9-321S PVC Et\é %{ oA, 221 round Ego ¢ 225°C t0 +70°C 75 903
48395 SOPtRh-SoPt S AP 9-32 1S pPVC braiding 221 round +80°C flexing: 75 923
48396 Cu-CuNi(Ko) U AC 9-32 S PVC 221 round -5°Ct0+70°C 75 923
Continuation »
L = conductor of stranded wires
M = solid conductor
tin. = tinned
galv. = galvanized
. i
E 45 = HELUKABEL
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