
SiHF-C-Si silicon multicore cable, halogen-free, Cu-screened,
EMC-preferred type

AWG-No.Weight
ca. kg / km

Cop.
weight
kg / km

Outer ø
ca. mm

No.cores x
cross-sec.
mm²

Part No.AWG-No.Weight
ca. kg / km

Cop.
weight
kg / km

Outer ø
ca. mm

No.cores x
cross-sec.
mm²

Part No.

14230,0122,312,12 x 2,52318717132,066,79,52 x 123169
17153,086,29,73 G 123170 14275,0147,712,93 G 2,523188

14340,0188,614,24 G 2,52318917173,096,810,44 G 123171
17202,0108,311,35 G 123172 14394,0214,915,35 G 2,523190

14488,0265,716,97 G 2,52319117243,0141,212,07 G 123173
17238,0190,014,910 G 123174 .

12520,0294,017,14 G 42319217371,0209,815,212 G 123175
17468,0251,817,016 G 123176 12653,0374,019,45 G 423193

.17526,0297,417,818 G 123177
17559,0329,023,025 G 123293 10781,0449,018,84 G 623194

10982,0563,021,25 G 623195.
16172,087,710,72 x 1,523178 .

81294,0759,025,74 G 102319616198,0103,511,23 G 1,523179
16235,0131,711,84 G 1,523180 .

61988,01180,028,44 G 162319716281,0148,513,35 G 1,523181
16345,0193,414,37 G 1,523182 .

42995,01810,035,04 G 252319816482,0268,517,710 G 1,523183
16531,0298,418,012 G 1,523184
16662,0362,320,116 G 1,523185
16720,0394,020,918 G 1,523186
16791,0488,224,125 G 1,523294

.

Dimensions and specifications may be changed without prior notice.

E 8

E


