Compensating Cables

Part Thermo- Type Core Jacket/ Quter Form Tempe- Tempe- Min. Weight
No. pair Lo insulation Armouring/ [} rature rature bending ca.
materials g '% Jacket ca. mm range of range at radius  kg/km
to D = insulation installation X
DIN 43713 (=R °C °C cable @
Multi-paired: 16 pairs (32 x 1,5 mm?) (L = stranded wires, conductor make-up 48 x 0,20 mm; M = solid conductor, diameter 1,38 mm)
43397 Fe-CuNi(Ko) L AE 9-32 LSY PVC 261 round e 75 1141
48398 SONICr-SONi K AN 9-32 LSY PVC PVC/galv. 261 round _10°C -25°C t0 +70°C 75 14
48399 SOPtRh-SoPt S AP 9-32 LSY PVC siellip ey Fe e B flexing: 75 14
P —— - PVC 257 round . gnec o0 £ 470°C
U-CUNi (Ko) U AC 9-32 LSY PVC 261 round 75 1141
48401 Fe-CuNi(Ko) L AE 9-32 MSY PVC 253 round - e — 12 1130
48402 SONICrSONi K AN 9-32 MSY PVC SPtVe g %vailrvé oraiding/ 233___ound —go ¢ 225°C to +70°C 12 1130
48403 SOPtRh-SoPt S AP 9-32 MSY PVC 25,3 round . flexing: 12 1130
. : PVC 25 Tl aaeg o0 to 4700
U-CuNi (Ko) U AC 9-32 MSY PVC 253 round 12 1130
48405 Fe-CuNi(Ko) L AE 20-32 M PVC PETP-tape/ | 251 round i stationary: 12 847
48406 SONICrSoNi K AN20-32 M PVC Cu-ground wire 251 round _10°C 225°C t0 +70°C 2 847
48407 _SOPtRN-SOPt_S AP 2032 M PVC Ao e 251 round .gpc  flexing: 12 847
48408 Cu-CuNi (Ko) U AC20-32 M PVC pVC 251 round —5°Cto+70°C 12 847
Multi-paired: 18 pairs (36 x 1,5 mm?) (L = stranded wires, conductor make-up 48 x 0,20 mm; M = solid conductor, diameter 1,38 mm)
48130 FE-CUNi(Ko) L AE 9-36 L PVC PVC 221 round , 75 904
48132 SONICr-SONi K AN9-36 L PVC PVC 21 round  —10°C Stzatj‘é”a'”vi o 75 904
48133 SOPtRh-SOPt S AP 9-36 L PVC PVC 221 round to ;Ief(ingt:o Y 75 904
48409  Cu-CuNi(Ko) U AC 9-36 L PVC PVC 221 round +80°C _5°C t0 +70°C 7.5 904
48494 Fe-CuNi J AF 9-36 L PVC PVC 221 round 75 904
48410 Fe-CuNi(Ko) L AE 9-36 LS PVC 233 round - e — 75 1040
48411 SONICr-SoNi K AN9-36 LS PVC s el 233 round {30 c —25°C t0 +70°C 75 1040
48412  SOPtRh-SoPt S AP 9-36 LS PVC braiding 233 round  goec flexing: 7.5 1040
48413 Cu-CuNi(Ko) U AC 9-36 LS PVC 233  round -5°C t0 +70°C 75 1040
48167 Fe-CuNi(Ko) L AE 9-36 LSY PVC 273 round ) stationary: 75 1268
48169 SONICrSoNi K AN9-36 LSY PVC Et\é Cef %vai'r"é braiding 2L3__tound —C1>0 c —25°C to +70°C 75 1268
48170 SOPtRh-SoPt S AP 9-36 LSY PVC PVC 273 __round _gnec flexing: 75 1268
48414 Cu-CuNi(Ko) U AC 9-36 LSY PVC 273 round —5°Cto +70°C 75 1268
48415 Fe-CuNi(Ko) L AE 9-36 MSY PVC 26,1 round X P 172 1232
48416 SONICr-SoNi K AN 9-36 MSY PVC PtV CT qalv. braiding 28___round ;;O c Z25°C to +70°C 12 1232
48417 _SOPRN-SOPt_S AP 9-36 MY, PVC_ pug oA 961 round  ggec flexing: 123
48418  Cu-CuNi (Ko) U AC 9-36 MSY PVC 26,1 round -5°C to +70°C 12 1232
48419 Fe-CuNi(Ko) L AE 20-36 M PVC PETP-tape/ 26,0 _ round X P 12 944
48420 SONICr-SONi K AN 20-36 M PVC Cu-ground wire 260 _ round ;go C 225°C t0 470°C 12 944
48421 _SOPRN-SOPt_S AP 2036 M PVC prede M %60 round ,ggc  flexing: 12 944
48422 Cu-CuNi(Ko) U AC 20-36 M PVC PVC 260  round -5°C to +70°C 12 944
Multi-paired: 19 pairs (38 x 1,5 mm?) (L = stranded wires, conductor make-up 48 x 0,20 mm)
48134 Fe-CuNi(Ko) L AE 9-38 L PVC PVC 22,5 round - sationary: 75 937
48135 SONICr-SONi K AN 9-38 L PVC PVC 225  round _10°C -25°C to +70°C 75 937
48136  SOPtRh-SoPt S AP 9-38 L PVC PVC 22,5 round fgooc flexing: 7.5 937
48423 Cu-CuNi(Ko) U AC 9-38 L PVC PVC 225  round -5°C 10 +70°C 7,5 937
48171 Fe-CuNi(Ko) L AE 9-38 LSY PVC Ve iy 2655 _ round ) P — 75 1340
48172 SONICrSoNi K AN9-38 LSY PVC . o 265 __round —go c -25°C t0 +70°C 75 1340
48173 SOPtRh-SoPt S AP 9-38 LSY PVC PVC 265 round g flexing: 75 1340
48424 Cu-CuNi(Ko) U AC 9-38 LSY PVC 26,5  round -5°C t0 +70°C 75 1340
Multi-paired: 20 pairs (40 x 1,5 mm?) (L = stranded wires, conductor make-up 48 x 0,20 mm; M = solid conductor, diameter 1,38 mm)
48425 Fe-CuNi(Ko) L AE 9-40 L PVC PVC 241 round o P —— 75 1032
48426 SONICrSoNi K AN9-40 L PVC PVC 241 round -25°C t0 +70°C 75 1032
48427 SOPtRh-SoPt S AP 9-40 L PVC PVC 241 round fgocc flexing: 75 1032
48428 Cu-CuNi(Ko) U AC 9-40 L PVC PVC 24,1 round -5°C t0 +70°C 75 1032
48429 Fe-CUNI(Ko) L AE 9-40LS PVC — 255  round stationary: 75 1200
48430 SONICI-SONi K AN 9-40 LS PVC steol wire 255 __round o 225°C to +70°C 75 1200
48431 SOPtRh-SOPt S AP 9-40 LS PVC Sl 255 round Lgoec flexing: 75 1200
48432 Cu-CuNi(Ko) U AC 9-40 LS PVC 25,3 round -5°C to +70°C 7,5 1200
48433 Fe-CuNi(Ko) L AE 9-40 LSY PVC 293 round Satonany. 75 1446
48434 SONICr-SoNi K AN 9-40 LSY PVC PtV Cf qalv. braiding, 223___round ~10°C —25°C t0 +70°C 75 1446
48435 SOPtRN-SOPt S AP 9-40 LSY PVC e e Preiding” 59 5 round Er%ooc flexing: 75 1446
48436 Cu-CuNi(Ko) U AC 9-40 LSY PVC 293  round —5°C 10 +70°C 75 1446
48437 Fe-CuNi(Ko) L AE 9-40 MSY PVC 280 _ round ) e — 12 1381
48438 SONICrSoNi K AN 9-40 MSY PVC Spt‘é %f %Nai'r"é braidings 280__round ESO c 225°C t0 +70°C I 1381
48439 SOPtRh-SOPt S AP 9-40 MSY PVC PG 280 round ,goec flexing: 12 1381
48440 Cu-CuNi(Ko) U AC 9-40 MSY PVC 280  round —5°Ct0 +70°C 12 1381
48441 Fe-CuNi(Ko) L AE 20-40 M PVC PETP-tape/ 260 _ round ) P — 12 1001
48442 SONICr-SoNi K AN20-40 M PVC ggrggog’;?%vgf 260  round Ego c 225°C t0 +70°C 12 1001
48443 SOPtRh-SOPt S AP 20-40 M PVC Alu-tape/ 260 round 3oec flexing: 12 1001
48444 Cu-CuNi (Ko) U AC 20-40 M PVC PVC 260  round —5°Cto+70°C 12 1001
Continuation »
L = conductor of stranded wires
M = solid conductor
tin. = tinned
galv. = galvanized
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