
PVC Single Core to CEI 20-22 II

PropertiesCable constructionTechnical data
● Low smoke●● Bare fine wire stranded copper conductor

to CEI 20-29 cl. 5
PVC-Single Cores as per Italian standard
CEI 20-22 II ● Resistant to

Oil
Solvents
Acids
Lyes

● ●Temperature range
flexing -5°C to +80°C
fixed installation -30°C to +80°C

PVC-core insulation R 2 up to CEI 20 II,
cap. VI cl. 3

● Nominal voltage
U0/U 450/750 V = 1 mm² and above
U0/U 300/500 V = 0,5 and 0,75 mm²
U0/U 300/300 V = 0,35 mm²

● PVC self-extinguishing and flame retardant
according to DIN VDE 0482 part 265-2-1/
EN 50265-2-1/ IEC 60332-1 (equivalent
DIN VDE 0472 part 804 test method B)● Test voltage 2500 V

● The materials used in manufacture are
cadmium-free and contain no silicone and

● Minimum bending radius
4-6x cable Ø

free from substances harmful to the
wetting properties of lacquers

Note
● AWG sizes are approximate equivalent

values. The actual cross-section is in mm².

Application
As hook up wire, control cabinet building, in cable assembly manufacturing as well as in electronic applications.

= The product is conformed with the EC Low-Voltage Directive 73/23/EEC and 93/68/EEC.
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Dimensions and specifications may be changed without prior notice.
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