
Command Cable UL (LiYCY) Style 2464, 300V, 80°C,
EMC-preferred type

Weight
ca. kg/km

Cop.
weight
kg/km

Outer ø
ca. mm

AWG-no.No.cores x
cross-sec.
mm²

Part No.
black

Part No.
grey

Weight
ca. kg/km

Cop.
weight
kg/km

Outer ø
ca. mm

AWG-no.No.cores x
cross-sec.
mm²

Part No.
black

Part No.
grey

60,039,16,5182 x 0,83650668331840,018,14,7222 x 0,346504483286
50,022,24,9223 x 0,346504583287 75,050,06,8183 x 0,836506783319

90,059,17,4184 x 0,83650688332060,028,75,5224 x 0,346504683288
80,045,46,0226 x 0,346504783289 125,089,18,8186 x 0,836506983321

180,0141,410,91810 x 0,836507083322130,066,17,42210 x 0,346504883290
140,070,87,62212 x 0,346504983291 220,0152,811,21812 x 0,836507183323

290,0184,112,91816 x 0,836507283324160,088,48,32216 x 0,346505083292
170,0104,18,72218 x 0,346505183293 300,0207,213,51818 x 0,836507383325

450,0272,615,61824 x 0,836507483326220,0129,010,02224 x 0,346505283294
250,0138,410,22227 x 0,346505383295 470,0289,115,91827 x 0,836507583327

490,0317,416,61830 x 0,836507683328280,0159,010,52230 x 0,346505483296
. .

90,059,17,0162 x 1,31650778333450,029,45,1202 x 0,566505583302
55,039,75,3203 x 0,566505683303 160,074,17,4163 x 1,316507883335

200,096,48,1164 x 1,31650798333661,046,15,6204 x 0,566505783304
90,066,86,5206 x 0,566505883305 290,0137,49,5166 x 1,316508083337

450,0191,712,41610 x 1,316508183338133,093,18,22010 x 0,566505983306
151,0117,48,42012 x 0,566506083307 600,0251,712,81612 x 1,316508283339

650,0276,114,01616 x 1,316508383340190,0130,49,32016 x 0,566506183308
216,0151,49,72018 x 0,566506283309 680,0364,114,81618 x 1,316508483341

900,0442,417,21624 x 1,316508583342339,0237,011,32024 x 0,566506383310
374,0257,411,52027 x 0,566506483311 990,0494,718,01627 x 1,316508683343

1050,0521,418,71630 x 1,316508783344397,0297,012,32030 x 0,566506583312
.

Dimensions and specifications may be changed without prior notice.
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