
Command Cable UL (LiYY) Style 2464/300 V, (80°C)

PropertiesCable constructionTechnical data
● PVC flame retardant according to UL VW-1●● Tinned copper, fine wire conductors

AWG 26-20, gemäß ASTM-B 174-95
class J-M,
AWG 18-16 gemäß ASTM-B 286
Conductor make-up to:
0,14 mm² = 7x0,162 mm
0,22 mm² = 7x0,202 mm
0,34 mm² = 7x0,254 mm
0,56 mm² = 7x0,32 mm
0,82 mm² = 19x0,235 mm
1,30 mm² = 19x0,31 mm

Special PVC command cable, approved to
UL-Style 2464, cores according
AWG 26-20 to UL-Style 1061/1729
AWG 18-16 to UL-Style 1007/1569

● Conditionally resistant to
Oil
Solvents
Acids
Lyes

● Temperature range
-20°C to +80°C

● Nominal voltage 300 V ● The materials used in manufacture are
cadmium-free and contain no silicone and
free from substances harmful to the
wetting properties of lacquers 

● Test voltage 1500 V
● Breakdown voltage

min. 3000 V

Note
● Minimum bending radius

flexing approx. 15x cable Ø ● Special PVC core insulation class 43,
semirigid to UL-Std. 1581 table 50.182 and
50.183

● AWG sizes are approximate equivalent
values. The actual cross-section is in mm².

● Colour coded to DIN 47100 or international
colour code

● Cores stranded in layers with optimal
lay-length

● Special PVC outer jacket class 43 to
UL-Std. 1581 table 50.182

● Outer jacket colour
black (international colour code)
grey (DIN 47100 / preferred type for stock)

Application
Suitable for use as a command, measuring and control cable in tool making machinery conveyor system and production lines, in industrial
plants and in air conditioning as well as in the steel producing industries.

= The product is conformed with the EC Low-Voltage Directive 73/23/EEC and 93/68/EEC.
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Part No.
black

Part No.
grey

30,09,84,6202 x 0,56833868318513,03,63,6262 x 0,148304583137
15,04,03,7263 x 0,148304683138 33,014,64,8203 x 0,568338783186

41,019,45,2204 x 0,56833888318718,05,44,0264 x 0,148304783139
25,08,14,6266 x 0,148304883140 65,029,06,1206 x 0,568338983188

102,048,27,62010 x 0,56833908318938,013,45,62610 x 0,148304983141
46,016,25,82612 x 0,148305083142 120,058,28,02012 x 0,568339183190

152,077,38,82016 x 0,56833928319156,021,56,32616 x 0,148305583143
62,034,46,62618 x 0,148305683144 168,087,09,42018 x 0,568339383192

224,0116,311,02024 x 0,56833948319382,032,47,52624 x 0,148305783145
97,036,37,82627 x 0,148305883146 260,0129,811,32027 x 0,568339583194

300,0144,611,82030 x 0,568339683195110,040,48,12630 x 0,148305983147
. .

50,015,26,1182 x 0,82833978320116,04,63,8242 x 0,228313083153
19,07,14,0243 x 0,228313183154 62,023,26,4183 x 0,828339883202

72,031,36,9184 x 0,82833998320323,09,44,2244 x 0,228313283155
32,014,24,9246 x 0,228313383156 100,047,08,1186 x 0,828347483204

180,078,210,41810 x 0,82834758320555,023,86,02410 x 0,228313483157
60,028,56,12412 x 0,228313583158 182,094,010,91812 x 0,828347683206

240,0125,112,21816 x 0,82834778320775,038,16,72416 x 0,228313683159
82,043,17,12418 x 0,228337183160 270,0141,113,01818 x 0,828347883208

370,0188,215,21824 x 0,828347983209116,059,78,22424 x 0,228337283161
140,064,78,52427 x 0,228337383162 400,0212,015,81827 x 0,828348083210

470,0235,616,31830 x 0,828348183211150,071,98,82430 x 0,228337483163
. .

70,024,46,9162 x 1,3834828321725,06,54,2222 x 0,348337583169
30,09,84,3223 x 0,348337683170 90,037,17,3163 x 1,38348383218

110,049,47,9164 x 1,3834848321945,013,04,6224 x 0,348337783171
60,019,65,5226 x 0,348337883172 160,074,29,6166 x 1,38349183220

250,0124,012,41610 x 1,3834928322180,032,56,82210 x 0,348337983173
105,039,17,02212 x 0,348338083174 300,0149,012,81612 x 1,38349383222

400,0198,714,61616 x 1,38349483223130,052,07,82216 x 0,348338183175
140,059,08,32218 x 0,348338283176 450,0224,015,51618 x 1,38349583224

650,0298,418,11624 x 1,38349683225190,079,09,62224 x 0,348338383177
207,088,010,02227 x 0,348338483178 680,0336,018,71627 x 1,38349783226

750,0373,619,51630 x 1,38349883227225,097,810,52230 x 0,348338583179
.

Dimensions and specifications may be changed without prior notice.
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