
Command Cable UL (LiYY) 600V, Style 2516/600 V, (105°C)

PropertiesCable constructionTechnical data
● PVC flame retardant according to UL VW-1●● Tinned copper, fine wire conductors to

ASTM-B 174, class J-K
Conductor make-up to:
2,08 mm² = 41x0,254 mm
3,20 mm² = 65x0,254 mm

Special PVC command cable, approved to
UL-Style 2516 ● Conditionally resistant to

Oil
Solvents
Acids
Lyes

● Temperature range
-20°C to +105°C

● Nominal voltage 600 V
● Special PVC core insulation class 43 to

UL-Std. 1581 table 50.182 (105°C)
● Test voltage 2000 V

● The materials used in manufacture are
cadmium-free and contain no silicone and

● Breakdown voltage
min. 4000 V ● Colour coded to DIN 47100 or international

colour code free from substances harmful to the
wetting properties of lacquers

● Minimum bending radius
flexing approx. 15x cable Ø ● Cores stranded in layers with optimal

lay-length
Note● Special PVC outer jacket class 43 to

UL-Std. 1581 table 50.182 (105°C) ● AWG sizes are approximate equivalent
values. The actual cross-section is in mm².● Outer jacket colour

black (international colour code)
grey (DIN 47100 / preferred type from
stock)

Application
Suitable for use as a command, measuring and control cable in tool making machinery conveyor system and production lines, in industrial
plants and in air conditioning as well as in the steel producing industries.

= The product is conformed with the EC Low-Voltage Directive 73/23/EEC and 93/68/EEC.

Weight
ca. kg/km

Cop.
weight
kg/km

Outer ø
ca. mm

AWG-no.No.cores x
cross-sec.
mm²

Part No.
black

Part No.
grey

Weight
ca. kg/km

Cop.
weight
kg/km

Outer ø
ca. mm

AWG-no.No.cores x
cross-sec.
mm²

Part No.
black

Part No.
grey

150,061,09,3122 x 3,28363683245120,039,68,4142 x 2,088362483233
150,059,68,9143 x 2,088362583234 210,091,49,8123 x 3,28363783246

300,0121,610,8124 x 3,28363883247190,079,29,6144 x 2,088362683235
300,0119,011,4146 x 2,088362783236 430,0183,712,8126 x 3,28363983248

500,0305,917,01210 x 3,28364083249450,0198,415,11410 x 2,088362883237
500,0238,715,61412 x 2,088362983238 700,0367,617,51212 x 3,28364183250

810,0490,919,81216 x 3,28364283251700,0319,017,21416 x 2,088363083239
750,0358,418,31418 x 2,088363183240 970,0551,721,01218 x 3,28364383252

1200,0736,424,81224 x 3,28364483253900,0478,421,51424 x 2,088363283241
1100,0538,122,71427 x 2,088363383242
1150,0598,423,51430 x 2,088363483243
1800,0717,225,41436 x 2,088363583244

.

Dimensions and specifications may be changed without prior notice.
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