JZ'GOO H M H flexible control cable, halogen-free, extremely fire resistant,

oil resistant ", 0,6/1kV

12747 2x1 7.4 19,2 82,0 17
12749 3x1 8,0 29,0 99,0 17
12751 4x1 838 38,4 140,0 17
12753 5x1 9.8 48,0 160,0 17
12755 10G1 14,1 96,0 271.0 17

12757 18G1 17,3 173,0 417,0 17

12760 3G15 9.1 43,0 119,0 16

12762 4G1,5 9.9 58,0 148,0 16

12764 5G15 11,0 72,0 172,0 16

12766 7G15 13,3 101,0 243,0 16

12768 12G1,5 16,6 173,0 392,0 16

12770 25G15 23,9 360,0 7410 16

12771 2x25 9.4 48,0 160,0 14

12773 3x25 9.9 72,0 177.0 14

12775 4x25 111 96,0 209,0 14

12777 5x2,5 12,4 120,0 272,0 14

12779 10G25 18,4 288,0 5610 14

12781 18G25 24,6 480,0 940,0 14

Dimensions and specifications may be changed without prior notice.
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23,6 768,0 1604,0

3G25 24,0 720,0 1457,0
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5G25 29,3 1200,0 2070,0
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3G35 26,2 1008,0 1914,0

N

5G 35 32,8 1680,0 2970,0
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34,2 1920,0 3467,0

4G70 41,0 2688,0 4491,0

4G95 46,2 3648,0 6170,0

4G120 50,3 4608,0 7618,0
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