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G 7J-H(St)H , Bd installation cable, halogen-free, according to VDE 0816 .................................................................................................................

G 8J-2Y(St)H , St III Bd 16 Mbits/s (Kat.3) ISDN/EDV (Z = 100 Ohm), halogen-free ....................................................................................................................
G 9J-H(St)H , Bd fire warning installation cable, halogen-free ...........................................................................................................................................

G 10JE-H(St)H , Bd FE 180/E 30 bis E 90 (orange), halogen-free .........................................................................................................................................

G 11JE-LiHCH , Bd industry electronic cable, halogen-free, according to VDE 0816 ......................................................................................................

G 12JE-H(St)H, Bd fire warning cable, FE 180/E 30 to E 90 (rot), halogen-free ........................................................................................................................

G 13JE-H(St)HRH , Bd fire warning cable, FE 180/E 30 to E 90, halogen-free .............................................................................................................

G 14N2XH , power cable, 0,6/1 kV, halogen-free, without functionality .....................................................................................................................

G 16N2XCH , power cable, 0,6/1kV, halogen-free, with concentric conductor, without functionality ................................................................................

G 18N2XH-FE 180/E 30 , security cable, halogen-free, 0,6/1 kV, with improved fire characteristics ..............................................................................

G 20N2XCH-FE 180/E 30 , security cable, halogen-free, 0,6/1 kV, with improved fire characteristics ............................................................................

G 22NHXH-FE 180/E 30, security cable, halogen-free, 0,6/1 kV, with improved fire characteristics ...............................................................................

G 24NHXCH-FE 180/E 30 , security cable, halogen-free, 0,6/1 kV, with improved fire characteristics ............................................................................

G 26N2XH-FE 180/E 90 , security cable, halogen-free, 0,6/1 kV, with improved fire characteristics ..............................................................................

G 28N2XCH-FE 180/E 90 , security cable, halogen-free, 0,6/1 kV, with improved fire characteristics ............................................................................

G 30NHXH-FE 180/E 90 , security cable, halogen-free, 0,6/1 kV, with improved fire characteristics ..............................................................................

G 32NHXCH-FE 180/E 90 , security cable, halogen-free, 0,6/1 kV, with improved fire characteristics ............................................................................

G 34JZ-500 HMH , flexible control cable, halogen-free, extremely fire resistant, oil resistant 1) ......................................................................................

G 36JZ-500 HMH-C , flexible control cable, halogen-free, extremely fire resistant, oil resistant 1) , Cu-screened, EMC-preferred type ....................................

G 38JB-500 HMH , flexible control cable, coloured core, halogen-free, extremely fire resistant, oil resistant 1) ..................................................................

G 40JB-500 HMH-C , flexible control cable, coloured core, halogen-free, screened, extremely fire resistant, oil resistant 1) , EMC-preferred type .....................

G 42JZ-600 HMH , flexible control cable, halogen-free, extremely fire resistant, oil resistant 1) , 0,6/1kV .....................................................................................
G 44JZ-600 HMH-C , flexible control cable, halogen-free, extremely fire resistant, oil resistant 1),  0,6/1kV, screened, EMC-preferred type .........................................

G 46H05Z-K / H07Z-K , rubber insulated single core, halogen-free ........................................................................................................................

G 48PUR Single Core , cold resistant, halogen-free ......................................................................................................................................................
G 49RD-H(ST)H , Bd instrumentation cable, halogen-free .................................................................................................................................................
G 50DATAFLAMM , halogen-free ...............................................................................................................................................................................
G 51DATAFLAMM-C , EMC-preferred type, halogen-free, screened ...................................................................................................................................
G 52DATAFLAMM-C-PAAR , EMC-preferred type, halogen-free, screened .........................................................................................................................
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