J Z- 500 H M H -C flexible control cable, halogen-free, extremely fire

resistant, oil resistant”, Cu-screened, EMC-preferred type

11689 25G0,75 14,8 2758 413,0 18
11700 2x1 6,4 46,3 66,0 17
11348 3x1 6,7 56,4 80,0 17
11349 4x1 7.3 69,7 100,0 17
11704 7G1 9.1 107.3 160,0 17

11709 18G1 13,2 2535 382,0 17

11723 3G15 6,9 76,2 100,0 16

11724 4G1,5 7.5 96,2 125,0 16

11726 7G15 10,0 148,0 210,0 16

11731 18G 1,5 14,6 367.7 480,0 16

11745 3G25 9,0 148,5 168,0 14

11747 5G25 10,9 200,8 222,0 14

11751 12G25 15,9 441,0 572,0 14

11766 2x4 9.8 135,5 184,0 12

11769 4G4 11,5 2203 305,0 12

11771 7G4 14,0 3552 504,0 12

11781 2G6 11,5 1753 270,0 10

11783 4G6 13,8 305,7 416,0 10

11785 7G6 16,6 506,0 670,0 10

Dimensions and specifications may be changed without prior notice.
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3G70 37,6 2218,0 3840,0

5G70 46,1 3696,0 6572,0

3G95 41,2 3010,0 5651,0

5G95 51,2 5016,0 8370,0

3G120 46,5 3802,0 6342,0
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