
JZ-600 HMH flexible control cable, halogen-free, extremely fire resistant,

oil resistant 1) , 0,6/1kV
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Part No.AWG-No.Weight
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Part No.

12255,0115,012,33 G 4127831782,019,27,42 x 112747
1799,029,08,03 G 112748 12319,0154,013,84 G 412784

12423,0192,015,35 G 4127851799,029,08,03 x 112749
17140,038,48,84 G 112750 .

10380,0173,014,13 G 61278617140,038,48,84 x 112751
17160,048,09,85 G 112752 10441,0230,015,64 G 612787

10657,0288,017,35 G 61278817160,048,09,85 x 112753
17217,067,011,77 G 112754 .

8668,0288,016,53 G 101278917271,096,014,110 G 112755
17301,0115,014,512 G 112756 8796,0384,018,44 G 1012790

8972,0480,020,55 G 101279117417,0173,017,318 G 112757
17576,0240,021,125 G 112758 .

6832,0461,019,13 G 1612792.
1697,029,08,42 x 1,512759 61122,0614,021,24 G 1612793

61604,0768,023,65 G 161279416119,043,09,13 G 1,512760
16119,043,09,13 x 1,512761 .

41457,0720,024,03 G 251279516148,058,09,94 G 1,512762
16148,058,09,94 x 1,512763 41611,0960,026,94 G 2512796

42070,01200,029,35 G 251279716172,072,011,05 G 1,512764
16172,072,011,05 x 1,512765 .

21914,01008,026,23 G 351279816243,0101,013,37 G 1,512766
16311,0144,015,910 G 1,512767 22424,01344,029,44 G 3512799

22970,01680,032,85 G 351280016392,0173,016,612 G 1,512768
16529,0259,019,718 G 1,512769 .

13467,01920,034,24 G 501280116741,0360,023,925 G 1,512770
. .

2/04491,02688,041,04 G 701280214160,048,09,42 x 2,512771
14177,072,09,93 G 2,512772 .

3/06170,03648,046,24 G 951280314177,072,09,93 x 2,512773
14209,096,011,14 G 2,512774 .

4/07618,04608,050,34 G 1201280414209,096,011,14 x 2,512775
14272,0120,012,45 G 2,512776
14272,0120,012,45 x 2,512777
14340,0168,015,07 G 2,512778
14561,0288,018,410 G 2,512779
14799,0432,022,012 G 2,512780
14940,0480,024,618 G 2,512781
141121,0600,026,925 G 2,512782

.

Dimensions and specifications may be changed without prior notice.
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