
JZ-500 HMH flexible control cable, halogen-free, extremely fire resistant,

oil resistant 1)
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14118,048,07,62 x 2,5112771847,014,45,22 x 0,7511221
1856,021,65,53 G 0,7511222 14151,072,08,33 G 2,511278

14181,096,09,14 G 2,5112791856,021,65,53 x 0,7511335
1869,029,06,24 G 0,7511223 14224,0120,010,25 G 2,511280

14316,0168,012,17 G 2,5112811869,029,06,24 x 0,7511336
1883,036,06,85 G 0,7511224 14370,0192,013,28 G 2,511282

14451,0240,014,710 G 2,5112831883,036,06,85 x 0,7511337
18114,050,08,17 G 0,7511225 14499,0288,015,212 G 2,511284

14720,0384,017,516 G 2,51128518114,050,08,17 x 0,7511338
18136,058,08,98 G 0,7511226 14769,0432,018,118 G 2,511286

14911,0480,018,720 G 2,51128718172,072,09,610 G 0,7511227
18183,086,09,912 G 0,7511228 141047,0600,022,225 G 2,511288

141280,0720,023,730 G 2,51128918241,0115,011,516 G 0,7511229
18266,0130,011,918 G 0,7511230 .

12199,077,09,22 x 41129018291,0144,012,620 G 0,7511231
18374,0180,014,125 G 0,7511232 12247,0115,09,93 G 411291

12299,0154,011,04 G 41129218450,0216,015,430 G 0,7511233
18517,0245,016,434 G 0,7511234 12369,0192,012,15 G 411293

12463,0269,013,37 G 41129418541,0260,017,237 G 0,7511235
18611,0296,017,641 G 0,7511236 12601,0307,015,98 G 411295

12698,0384,017,310 G 41129618621,0302,017,642 G 0,7511237
18742,0360,019,850 G 0,7511238 12790,0461,018,312 G 411297

121130,0614,020,216 G 41129818853,0439,020,961 G 0,7511239
18909,0468,021,565 G 0,7511240 121280,0691,021,818 G 411299

..
1763,019,25,52 x 111241 10266,0115,010,82 x 611300

10360,0173,011,73 G 6113011774,029,06,03 G 111242
1774,029,06,03 x 111339 10429,0230,013,04 G 611302

10529,0288,014,55 G 6113031790,038,46,64 G 111243
1790,038,46,64 x 111340 10631,0403,016,07 G 611304

.17109,048,07,25 G 111244
17151,067,08,67 G 111245 8440,0192,014,02 x 1011305

8550,0288,015,03 G 101130617184,077,09,48 G 111246
17224,096,010,410 G 111247 8708,0384,016,84 G 1011307

8862,0480,018,75 G 101130817243,0115,010,712 G 111248
17314,0154,012,016 G 111249 81124,0672,020,67 G 1011309

.17361,0173,012,718 G 111250
17387,0192,013,520 G 111251 6642,0307,016,52 x 1611310

6830,0461,017,63 G 161131117496,0240,015,225 G 111252
17670,0326,017,434 G 111253 61060,0614,019,74 G 1611312

61270,0768,021,95 G 161131317713,0355,018,437 G 111254
17784,0394,018,941 G 111255 61794,01075,024,47 G 1611314

.17824,0403,018,942 G 111256
17952,0480,021,050 G 111257 41190,0720,022,53 G 2511315

41594,0960,025,24 G 2511316171140,0586,022,261 G 111258
171201,0628,022,865 G 111259 42014,01200,027,95 G 2511317

..
1670,029,06,32 x 1,511260 21590,01008,025,23 G 3511318

22200,01344,028,04 G 35113191694,043,06,73 G 1,511261
1694,043,06,73 x 1,511341 22693,01680,031,05 G 3511320

.16112,058,07,34 G 1,511262
16141,072,08,25 G 1,511263 12571,01440,029,53 G 5011321

13087,01920,033,44 G 501132216191,0101,09,87 G 1,511264
16224,0115,010,68 G 1,511265 13980,02400,037,25 G 5011323

.16282,0144,011,710 G 1,511266
16311,0173,012,112 G 1,511267 2/03207,02016,037,03 G 7011324

2/04077,02688,041,24 G 701132516392,0230,013,616 G 1,511268
16450,0259,014,518 G 1,511269 2/05501,03360,046,05 G 7011326

.16497,0288,015,220 G 1,511270
16630,0360,017,825 G 1,511271 3/04708,02736,041,03 G 9511327

3/05590,03648,046,04 G 951132816842,0490,019,834 G 1,511272
16897,0533,020,237 G 1,511273 3/06972,04560,050,55 G 9511329

.161277,0720,023,750 G 1,511274
161460,0878,025,361 G 1,511275 4/05515,03456,045,73 G 12011330

4/07100,04608,050,34 G 12011331161612,0936,026,065 G 1,511276
.

Dimensions and specifications may be changed without prior notice.

G 35

Quality assurance inspections with the aid of 
a stereo microscope at our Windsbach factory.


