
JZ-500 HMH-C flexible control cable, halogen-free, extremely fire

resistant, oil resistant 1) , Cu-screened, EMC-preferred type
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8420,0265,214,92 x 101178618413,0275,814,825 G 0,7511689
. 8495,0370,515,93 G 1011787

8785,0486,017,84 G 10117881766,046,36,42 x 111700
1780,056,46,73 G 111701 8855,0611,219,65 G 1011789

81308,0820,521,67 G 10117901780,056,46,73 x 111348
17100,069,77,34 G 111702 .

6882,0810,220,84 G 161179317100,069,77,34 x 111349
17130,085,47,85 G 111703 61293,01050,722,95 G 1611794

62149,01183,025,07 G 161181217160,0107,39,17 G 111704
17260,0187,011,212 G 111707 .

41432,0792,023,23 G 251179517382,0253,513,218 G 111709
17540,0342,615,825 G 111711 41911,01280,026,24 G 2511796

42414,01440,029,45 G 2511797.
1688,063,36,62 x 1,511722 .

21914,01110,025,73 G 351179816100,076,26,93 G 1,511723
16100,076,26,93 x 1,511350 22542,01690,030,44 G 3511799

23180,01930,033,85 G 351180016125,096,27,54 G 1,511724
16158,0111,58,45 G 1,511725 .

13080,01584,030,03 G 501180116210,0148,010,07 G 1,511726
16340,0254,512,112 G 1,511729 13550,02315,034,64 G 5011802

14753,02694,038,85 G 501180316480,0367,714,618 G 1,511731
16702,0492,417,625 G 1,511733 .

2/03840,02218,037,63 G 7011804.
14132,096,48,32 x 2,511744 2/04939,03020,041,34 G 7011805

2/06572,03696,046,15 G 701180614168,0148,59,03 G 2,511745
14195,0174,29,84 G 2,511746 .

3/05651,03010,041,23 G 951180714222,0200,810,95 G 2,511747
14345,0235,612,97 G 2,511748 3/06690,04013,046,24 G 9511808

3/08370,05016,051,25 G 951180914572,0441,015,912 G 2,511751
. .

4/06342,03802,046,53 G 1201181012184,0135,59,82 x 411766
12238,0178,110,63 G 411768 4/08453,05067,051,04 G 12011811
12305,0220,311,54 G 411769
12388,0328,012,75 G 411770
12504,0355,214,07 G 411771

.
10270,0175,311,52 G 611781
10328,0240,012,43 G 611782
10416,0305,713,84 G 611783
10510,0441,815,75 G 611784
10670,0506,016,67 G 611785

.

Dimensions and specifications may be changed without prior notice.
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