
JZ-500 HMH flexible control cable, halogen-free, extremely fire resistant,

oil resistant 1)

PropertiesCable constructionTechnical data
● ¹) For the critical applications we advise for

consultation
●● Bare copper, fine wire conductors, to

DIN VDE 0295 cl. 5, BS 6360 cl. 5 and
IEC 60228 cl. 5

Halogen-free flexible control cable, adapted
to E DIN VDE 0281 part 14 and
DIN VDE 0281 part 13 ● Tests

Flame test to DIN VDE 0482 part 266-2/
HD 405.3, BS 4066 part 3/ EN 50266-2/

● ●Temperature range
flexing -15°C to +70°C
fixed installation -40°C to +70°C

Core insulation of halogen-free compound
TI6, to E DIN VDE 0281 part 14

● Black cores with white continuous
numbering to DIN VDE 0293

IEC 60332-3 (equivalent DIN VDE 0472
part 804 test method C)
Self-extinguishing and flame retardant
according to DIN VDE 0482 part 265-2-1/

● Nominal voltage U0/U 300/500 V
● Green-yellow earth core in the outer layer

(3 cores and above)
● Test voltage 2000 V
● Minimum bending radius

flexing approx. 12,5x cable Ø
fixed installation approx. 4x cable Ø

● Cores stranded in layer with optimal
lay-length

EN 50265-2-1/ IEC 60332-1 (equivalent
DIN VDE 0472 part 804 test method B)
Corrosiveness of combustion gases
according to DIN VDE 0482 part 267/

● Halogen-free sheath compound TM7, to
E DIN VDE 0281 part 14

● Radiation resistance
up to 100x106 cJ/kg (up to 100 Mrad)

● Outer jacket colour grey (RAL 7001) EN 50267-2-2/ IEC 60754-2 (equivalent
DIN VDE 0472 part 813)
Halogen-free according to DIN VDE 0482
part 267/ EN 50267-2-1/ IEC 60754-1
(equivalent DIN VDE 0472 part 815)
Smoke density according to DIN VDE 0482
part 1034-1+2, HD 606, DIN EN 61034-1+2/

● LS0H = Low Smoke Zero Halogen-free.

IEC 61034-1+2, BS 7622 part 1+2 (equivalent
DIN VDE 0472 part 816)

● The materials used in manufacture are
cadmium-free and contain no silicone and
free from substances harmful to the
wetting properties of lacquers

Note
● G = with green-yellow earth core;

x = without green-yellow earth core (OZ).
● Please note the cleanroom qualification

when ordering.

Application
Halogen-free, flame retardant cables are used as measuring and control cable in machine tools, conveyor belts, production lines as well as
in plant installations, in air-conditioning and steel production works. For fixed installation or flexible application, directed without forcing by
casual, not constantly recurring free movements and without tensile stress, for medium mechanical strain. This cable is suitable for the
application in dry, damp and wet environments and also for laying on, in and under plaster as well as in concrete and masonry excluding in
direct laying in shaked or stamped concrete, not suitable for imbedding in solidified or compressed concrete.

= The product is conformed with the EC Low-Voltage Directive 73/23/EEC and 93/68/EEC.
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20204,086,010,718 G 0,5112102043,09,64,82 x 0,511201
2050,014,45,13 G 0,511202 20227,096,011,220 G 0,511211

20283,0120,012,725 G 0,5112122050,014,45,13 x 0,511332
2060,019,05,74 G 0,511203 20324,0144,013,530 G 0,511213

20367,0163,014,534 G 0,5112142060,019,05,74 x 0,511333
2071,024,06,25 G 0,511204 20381,0178,015,037 G 0,511215

20417,0197,015,841 G 0,5112162071,024,06,25 x 0,511334
2084,033,67,47 G 0,511205 20454,0202,015,842 G 0,511217

20519,0240,017,350 G 0,51121820101,038,08,08 G 0,511206
20121,048,08,810 G 0,511207 20635,0293,019,461 G 0,511219

20694,0312,019,465 G 0,51122020142,058,09,112 G 0,511208
20183,076,010,016 G 0,511209 .

Continuation ▶Dimensions and specifications may be changed without prior notice.
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