
Video Cables 

Indoors,
underground

IndoorsIndoors,
underground

IndoorsIndoors,
underground

IndoorsIndoorsIndoorsIndoorsused as

1.0/6.6 2YD1.0/6.6 2YD1.0/6.6D1.0/6.6D1,0/6,61,0/6,60,6/3,70.6L/3.70,6/2,8Type
401054017540073401744005640173401714017040022Part No.

Cable structure
1,0 Copper, bare1,0 Copper, bare1,0 Copper, bare1,0 Copper, bare1,0 Copper, bare1,0 Copper, bare0,6 Copper, bare7x0,2 Copper,

bare
0,6 Copper, bareInner conductor ø mm

6,4 PE6,4 PE6,4 PE6,4 PE6,4 PE6,4 PE3,7 PE3,7 PE2,8 Cell PEInsulation ø mm
Bare copper
braid

Bare copper
braid

Bare copper
braid

Bare copper
braid

Bare copper
braid

Bare copper
braid

Bare copper
braid

Bare copper
braid

Polyester foil
coated with
aluminium on
both sides

1st Außenleiter

7,07,07,07,07,07,04,34,2-ø approx. mm
PEPEFoilFoilnononononoInner steath/foil
8,58,5-------ø approx. mm
Bare copper
braid

Bare copper
braid

Bare copper
braid

Bare copper
braid

nonononoTinned copper
braid

2nd Außenleiter

9,19,17,67,6-----ø approx. mm
PEPVCPEPVCPEPVCPVCPVCFRNCOuter jacket
blackgreenblackgreenblackgreengreengreengreenColour
11,011,09,09,08,88,86,16,14,3Approx. outer ø mm
555550504545303025Min. bending radius approx. mm
1481511251289395484824Approx. weight kg/km

Electrical characteristics
75 ± 175 ± 175 ± 175 ± 175 ± 175 ± 175 ± 175 ± 175 ± 2Impedance (Ohm)

Attenuation at 20°C
(dB/100m)

0,60,60,60,60,60,61,11,20,91 MHz
1,41,41,41,41,31,32,52,62,25 MHz
--------2,67 MHz
2,02,02,02,02,02,03,53,63,210 MHz
--------7,550 MHz
--------10,2100 MHz
0,660,660,660,660,660,660,660,660,8Propagation velocity v/c

Direct-current resistance at 20°C
24,024,024,024,022,022,063,083,063,0Inner conductor max. Ohm/km
6,56,53,53,57,57,513,012,521,0Outer conductor max. Ohm/km
67,067,067,067,067,067,067,067,054,0Approx. capacitance pF/m
7,07,07,07,07,07,04,24,23,5Test voltage

Vorking voltage at (kV)
6,06,06,06,06,06,03,63,6-Pulse operation
3,03,03,03,03,03,01,81,8-HF-operation (peak value)
14,014,014,014,014,014,08,08,0-DC operation

--------90
Screening efficiency (dB)
50 and 900 MHz ≥

78,078,078,078,032,032,022,0018,011,0Cu weight kg/km

Dimensions and specifications may be changed without prior notice.
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