
CATV-Cables with alu- or copper foil and braiding
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Type

4017940144401434014240141401404013940135Part No.

Cable structure
4,9 Copper, bare3,3 Copper, bare2,2 Copper, bare1,1 Copper, bare1,8 Copper, bare1,1 Copper, bare1,1 Copper, bare0,7 Copper, bareInner conductor ø mm
19,4 PE, hollow13,5 PE, hollow8,8 PE, hollow7,3 PE11,5 PE7,3 PE7,3 PE4,4 PEInsulation ø mm
Copper tube,
welded

Copper tube,
welded

Copper tube,
welded

Copper tube,
welded

Copper tapePolyester foil
coated with
aluminium on
both sides

Polyester foil
coated with
aluminium on
both sides

Polyester foil
coated with
aluminium on
both sides

Outer conductor

nonononoBraidBraidBraidBraid
--------
PEPEPEPEPEPEPEPVCOuter jacket
blackblackblackblackblackblackblackwhiteColour
24,417,012,511,015,010,5 x 17,710,56,6Approx. outer ø mm
40030020016015015010035Min. bending radius ca. mm
-----5500,0--Strain/suspending wire N
5003471831422181779844Approx. weight kg/km

Electrical characteristics
75 ± 175 ± 175 ± 275 ± 275 ± 375 ± 375 ± 375 ± 3Impedance (Ohm)
50,051,051,065,067,067,067,067,0Approx. capacitance pF/m
0,890,880,880,660,660,660,660,66Propagation velocity v/c

Attenuation at 20°C
(dB/100m)

1,31,92,85,43,55,25,29,0100 MHz
1,92,74,07,97,37,37,312,0200 MHz
3,14,46,612,99,012,612,621,2500 MHz
4,15,78,417,312,016,816,827,5800 MHz
4,46,39,318,913,018,818,830,5950 MHz
-----23,023,037,01350 MHz
-----27,727,743,01750 MHz
-----30,230,247,52050 MHz

Structural return loss min. (dB) between
282826263032323030 and 300 MHz
2525232330323230300 and 600 MHz
2323212128303025600 and 960 MHz
----25272723960 and 1750 MHz

Direct-current resistance at 20°C
1,02,55,622,07,318,518,547,0Inner conductor max. Ohm/km
1,02,03,03,16,511,011,023,0Outer conductor max. Ohm/km

Screening efficiency (dB)
1101101101108080807550 and 100 MHz ≥
11011011011085858575100 and 500 MHz ≥
11011011011085858575500 and 1000 MHz ≥
110110110110807878751000 and 2050 MHz ≥

----G622010BG622015BG670011AG670009APost office approved

Dimensions and specifications may be changed without prior notice.

Note
● The materials used in manufacture are cadmium-free and contain no silicone and free from substances harmful to the wetting properties

of lacquers.
● AL=Aluminium, ALPR=Polyesterfoil coated with Aluminium on both sides

BK-cable=bandwidth communication cable, Cu=Copper, CuR=Cu-tube welded, CuW=Copperweld, F=Foil, G=Braid, PE=Polyethylene,
PEH=Polyethylene air-space insulation, PVC=Polyvinylchloride
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