
Loudspeaker Cables 

2 x 4,02 x 4,02 x 2,52 x 2,52 x 1,52 x 1,52 x 0,752 x 0,752 x 0,52 x 0,5Cross section (mm²)
40027401844002640183400254018240024401814002340180Part No.

Cable structure
Conductor: Copper litz wire, bare
Identification: Grooves

55 x 0,3055 x 0,3048 x 0,2548 x 0,2528 x 0,2528 x 0,2524 x 0,2024 x 0,2016 x 0,2016 x 0,20Construction ø mm
4,3 x 8,24,3 x 8,23,3 x 7,03,3 x 7,02,6 x 5,52,6 x 5,52,2 x 4,92,2 x 4,92,1 x 4,72,1 x 4,7Insulation approx. mm
PVCPVCPVCPVCPVCPVCPVCPVCPVCPVCSheath material
black/redtransparentblack/redtransparentblack/redtransparentblack/redtransparentblack/redtransparentColour PVC-sheath
80806363373720201515Approx. weight kg/km

Electrical characteristics

991414232347477070
Loop-resistance
max. mOhm/m

64646767676760604747Capacitance approx. pF/m
Inductance µH/m at

0,580,580,540,540,540,540,610,610,670,671 kHz
0,650,650,620,620,590,590,730,730,790,7910 kHz
0,650,650,620,620,590,590,730,730,850,85100 kHz
0,590,590,560,560,520,520,670,670,80,81000 kHz

76,876,848,048,028,828,814,414,49,69,6Cu weight kg/km

Price EUR/100m, Cu 100,-

2 x 10,02 x 6,02 x 4,02 x 2,52 x 1,5Cross section (mm²)
4018940188401874018640185Part No.

Cable structure
Conductor: Bare copper litz wire, highly flexible
Identification: Stripes

1273 x 0,10777 x 0,10511 x 0,10322 x 0,10189 x 0,10Construction ø mm
7,0 x 15,06,1 x 12,55,0 x 10,23,6 x 7,53,1 x 6,5Insulation approx. mm
PVCPVCPVCPVCPVCSheath material
transparenttransparenttransparenttransparenttransparentColour PVC-sheath
254136796041Approx. weight kg/km

Electrical characteristics

3691423
Loop-resistance
max. mOhm/m

5954505367Capacitance approx. pF/m
Inductance µH/m at

0,450,460,490,480,541 kHz
0,530,540,560,550,6110 kHz
0,560,560,60,590,62100 kHz
0,520,530,560,540,551000 kHz

192,0115,276,848,028,8Cu weight kg/km

Dimensions and specifications may be changed without prior notice.
The materials used in manufacture are cadmium-free and contain no silicone or substances harmful to the wetting properties
of lacquers.
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