
Fibre Optic Indoor Cable
acc. DIN VDE 0888

I-D(ZN)H

Other dataTemperature rangeCable structure
Laying, min: -5°CCore type: Buffered-fibre Corrosiveness acc. to EN50267-2-3

Halogen-free acc. to 60754-2Laying, max: +50°CStrain relief elements: Aramide
Operating, min: -20°C Flame-resistance acc. to IEC 60332-1Outer sheath material: FRNC

Smoke density acc. to IEC 61034Outer sheath colour: Yellow Operating, max: +60°C

Part no.Weight
kg/km

Max.
transverse
pressure
N/cm

Caloric load
ca. MJ/m

Min. stat.
bending
radius
mm

Max.
tensile
force
N

Outer Ø
ca. mm

Number of
fibres per
core

Fibre typeNumber of
fibres

Designation

8063165,01501,50120,012008,0 4Multimode G50/1254I-D(ZN)H
8088265,01501,50120,012008,0 4Multimode G62.5/1254I-D(ZN)H
8089665,01501,50120,012008,0 4Single-mode E9/1254I-D(ZN)H
8086865,01501,50120,012008,0 6Multimode G50/1256I-D(ZN)H
8088365,01501,50120,012008,0 6Multimode G62.5/1256I-D(ZN)H
8089765,01501,50120,012008,0 6Single-mode E9/1256I-D(ZN)H
8086965,01501,50120,012008,0 8Multimode G50/1258I-D(ZN)H
8088465,01501,50120,012008,0 8Multimode G62.5/1258I-D(ZN)H
8089865,01501,50120,012008,0 8Single-mode E9/1258I-D(ZN)H
8079365,01501,50120,012008,0 10Multimode G50/12510I-D(ZN)H
8088565,01501,50120,012008,0 10Multimode G62.5/12510I-D(ZN)H
8089965,01501,50120,012008,0 10Single-mode E9/12510I-D(ZN)H
8004565,01501,50120,012008,0 12Multimode G50/12512I-D(ZN)H
8087965,01501,50120,012008,0 12Multimode G62.5/12512I-D(ZN)H
8088065,01501,50120,012008,0 12Single-mode E9/12512I-D(ZN)H
80870135,01501,50120,012008,0 16Multimode G50/12516I-D(ZN)H
80886135,01501,50120,012008,0 16Multimode G62.5/12516I-D(ZN)H
80900135,01501,50120,012008,0 16Single-mode E9/12516I-D(ZN)H
80872150,02002,20190,0300012,5 12Multimode G50/12524I-D(ZN)H
80871135,01501,50140,016009,0 24Multimode G50/12524I-D(ZN)H
80888150,02002,20190,0300012,5 12Multimode G62.5/12524I-D(ZN)H
81246135,01501,50140,016009,0 24Multimode G62.5/12524I-D(ZN)H
80902150,02002,20190,0300012,5 12Single-mode E9/12524I-D(ZN)H
80901135,01501,50140,016009,0 24Single-mode E9/12524I-D(ZN)H
80875160,02002,20200,0300013,5 12Multimode G50/12536I-D(ZN)H
80891160,02002,20200,0300013,5 12Multimode G62.5/12536I-D(ZN)H
80905160,02002,20200,0300013,5 12Single-mode E9/12536I-D(ZN)H
80877160,02002,20200,0300013,5 12Multimode G50/12548I-D(ZN)H
80893160,02002,20200,0300013,5 12Multimode G62.5/12548I-D(ZN)H
80907160,02002,20200,0300013,5 12Single-mode E9/12548I-D(ZN)H
80878170,02002,20200,0300013,5 12Multimode G50/12560I-D(ZN)H
80894170,02002,20200,0300013,5 12Multimode G62.5/12560I-D(ZN)H
80908170,02002,20200,0300013,5 12Single-mode E9/12560I-D(ZN)H

Application
These HELUCOM® fibre-optic cables are available either as central bundle core cable or as stranded versions. They are suitable for
indoor cabling of buildings and facilities. The halogen-free version is especially suitable for the application in skyscrapers, hospitals
and stores as well as in facilities with high concentration of capital goods, such as power plants, computing centers, and at locations
with high security requirements, such as underground and control stations.
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