
Vehicle Cable FLRY FLRY-Type A (FLK-R) / -Type B (FLK-D)

PropertiesCable constructionTechnical data
● Oil and fuel resistant as per DIN ISO 6722

part 2
●● Bare copper conductor, soft annealed

electrolytic copper E-Cu58 F21 according
to DIN 40500 part 4 (the mechanical

Special PVC core insulation
● Temperature stability

(3000 h) -40°C to +105°C ● Special characteristics
Place and weight saving by using the
reduced insulation wall thickness.

requirements valid for unprocessing single
wires)

● Nominal voltage up to 24 V
● Test voltage

1 kV (effective value) ● Stranded copper conductor bare,
conductor make-up as per DIN 72551
Type A: Conductor make-up symmetrical
Type B: Conductor make-up
unsymmetrical

● Requirements and tests
As per DIN 72551 part 5● Breakdown voltage

5 kV (effective value)
Note● Specific volume resistance

min. 109 Ohm mm ● Indication for order
Please mention the core colour and colour
combination clearly to your order,

● Special PVC core insulation● Type A = Conductor make-up symmetrical
(1+6+12), number of single wires are odd

because a re-acceptance of false ordered
articles is impossible.

number; a single wire laying at the centre
of the cross-section.

● Minimum quantities
Per cross-section and colour combination:
2-colour
0,5 to 2,5 mm² = 3 km
4,0 to 25 mm² = 1 km
3-colour
0,5 to 2,5 mm² = 5 km
4,0 to 25 mm² = 3 km

● For three-colour combinations we produce
only on request.

● AWG sizes are approximate equivalent
values. The actual cross-section is in mm².

Application
PVC insulated single core cables are used for vehicle constructions.

FLRY - Type A (FLK-R)
greyyepinkredviogreenbrownogbluewhiteblackWeight

ca. kg / km
Cop.
weight
kg / km

Outer ø
min - max

Cross-
section
mm²

2849428493284922849128490284892848828487284862848528484Part No.
4,53,41,2 - 1,30,35

2850528504285032850228501285002849928498284972849628495Part No.
6,64,81,4 - 1,60,5

FLRY - Type B (FLK-D)
greyyepinkredviogreenbrownogbluewhiteblackWeight

ca. kg / km
Cop.
weight
kg / km

Outer ø
min - max

Cross-
section
mm²

2851628515285142851328512285112851028509285082850728506Artikel-Nr.
9.07.21.7 - 1.90.75

2852728526285252852428523285222852128520285192851828517Artikel-Nr.
11.09.61.9 - 2.11.0

2853828537285362853528534285332853228531285302852928528Artikel-Nr.
16.014.42.2 - 2.41.5

2854928548285472854628545285442854328542285412854028539Artikel-Nr.
26.024.02.7 - 3.02.5

2856028559285582855728556285552855428553285522855128550Artikel-Nr.
42.038.03.4 - 3.74.0

2857128570285692856828567285662856528564285632856228561Artikel-Nr.
61.058.04.0 - 4.36.0

Dimensions and specifications may be changed without prior notice.
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